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ApeosPort C2410SD 

ใชง้านง่าย 

 หน้าจอสรีะบบสมัผสัขนาด 2.8 นิว้ทีง่่ายต่อการใชง้านและนําทาง  

 รองรบัฟังก์ชนัการทําสาํเนาบตัรประจําตวัที่ช่วยใหคุ้ณสามารถทําสาํเนาทัง้ดา้น
หน้าและดา้นหลงัของบตัรลงบนกระดาษในหน้าเดยีวได้ 

 ใชง้านร่วมกบั Mopria® และ AirPrint 
คุณจงึสามารถพมิพง์านจากอุปกรณ์เคลื่อนที่ไดอ้ย่างง่ายดาย 

 พมิพโ์ดยตรง* จาก / สแกนไปยงัหน่วยความจํา USB 
โดยไม่ตอ้งใชเ้ครื่องคอมพวิเตอร์ 
*：PDF/TIFF/JPEG 

 

ประหยดั 

 ช่วยประหยดัการใชก้ระดาษด้วยการพมิพ์ 2 ดา้นมาตรฐาน 

 รองรบัโหมด ECO ทีส่ามารถตัง้ค่าคุณสมบตัิต่างๆ ไวล่้วงหน้าไดอ้ย่างง่ายดาย 
ช่วยประหยดัทัง้กระดาษและผงหมกึ 

 

19.4 kg 

เครื่องมลัตฟัิงกช์นัสขีนาด A4 

24 หน้า/นาท ี

เครื่องพมิพ์ที่ให้ทัง้ประสทิธภิาพและความเรว็สูง 

 ดไีซน์เลก็กะทดัรดัทีเ่หมาะกบัทุกพืน้ทีใ่นออฟฟิศคุณ  

 พมิพส์ดีว้ยความเรว็สงูถงึ 24 หน้า/นาท ี

 มาพรอ้มกบัถาดป้อนเอกสารอตัโนมตัทิี่รองรบัการสแกนส/ีขาว-ดําไดม้ากถงึ 20 
แผ่น/นาท ีรวมทัง้ถาดกระดาษมาตรฐาน 250 แผ่น 

 เชื่อมต่อกบั Wi-Fi ในตวั, กกิะบติอเีทอรเ์น็ต หรอื USB ไดอ้ย่างง่ายดาย 

 

ความปลอดภยั 

 ป้องกนัขอ้มลูรัว่ไหลดว้ยฟังก์ชนัการพมิพแ์บบปลอดภยัสาํหรบัขอ้มลูทีเ่ป็นความ
ลบั 

 ควบคุมการเขา้ใชฟั้งก์ชนัต่างๆ ภายในเครื่องมลัตฟัิงก์ชนั 

 รองรบัการตัง้ค่าทีส่ามารถลบไฟลข์อ้มลูชัว่คราวออกจากหน่วยความจําได้ 

ทําสําเนา  พมิพ ์ แฟกซ ์ สแกน 

345 mm 

395 mm 

412 mm 



Specifications 
Printing 
Display  2.8 inch (7.2 cm) LCD touch panel 
Print Speed: Up to Black: 24 ppm (A4) / Colour: 24 ppm (A4) 
Time to First Page: As fast as  Black: 10.6 seconds / Colour: 10.6 seconds 
Print Resolution  Black: 4800 Colour Quality, 600 x 600 dpi / Colour: 600 x 600 dpi, 4800 Colour Quality 
Memory  512 MB 
Hard Disk  Not Available 
Copying 
Copy Speed: Up to Black: 24 ppm (A4) / Colour: 24 ppm (A4) 
Time to First Copy: As fast as  Black: 11.8 seconds / Colour: 15.2 seconds 
Scanning 
Scanner Type / ADF Scan  Flatbed scanner with ADF / Simplex 
A4/Ltr Simplex Scan Speed: Up to  Black: 20 / 21 ppm / Colour: 20 / 21 ppm 
ADF Paper Input Capacity: Up to  50 pages 75 gsm 
Faxing 
Modem Speed  Max is 33,600 bps, V.34 Half-Duplex Kbps  
Supplies 

Print Cartridge Yields up to:  4,500 -page Black High Yield Cartridge / 4,500 -page Colour (CMY) High Yield Cartridge /  
1,500 -page Black Cartridge / 1,500 -page Colour (CMY) Cartridges 

Cartridge(s) Shipping with Product  750 -page Black Toner Cartridge, 500 -page Colour (CMY) Toner Cartridge 
Paper Handling 
Included Paper Handling  100-Sheet Output Bin, Integrated Duplex, Single-Sheet Manual Feed, 250-Sheet Input 
Paper Input Capacity: Up to  250+1 pages 75 gsm 
Paper Output Capacity: Up to  100 pages 75 gsm 
Media Types Supported  Hagaki Card, Paper Labels, Card Stock, Plain Paper, Envelopes, Glossy Paper 

Media Sizes Supported  A6, Oficio, 7 3/4 Envelope, 9 Envelope, JIS-B5, A4, Legal, A5, Hagaki Card, Letter, B5 Envelope, 
Statement, C5 Envelope, Executive, Universal, DL Envelope, Folio, 10 Envelope 

General Information 

Standard Ports  Gigabit Ethernet (10/100/1000), Front Hi-Speed USB Port Compatible with USB 2.0 Specification 
(Type A), 802.11b/g/n Wireless, USB 2.0 Specification Hi-Speed Certified (Type B) 

Noise Level: Operating  Operating: 50 dBA (Print) / 50 dBA (Copy) / 44 dBA (Scan) 

Specified Operating Environment*1  Humidity: 8 to 80%*2 Relative Humidity, Temperature: 10 to 32°C*3  (excluding faults caused by 
condensation) 

Size (mm - H x W x D) / Weight (kg)  345 x 412 x 395 mm / 19.4 kg 
*1︓Depending on the paper used, the print quality may be degraded until the temperature and humidity environment just before use and the inside of the printer fit into 
the installation environment. *2︓When the humidity is 80%, the temperature is 25.5°C or less. *3︓Humidity 45% or less when the temperature is 32°C 
 
 
Consumables*1 
Product Name Product Code Product Life 
Black Use & Return Print Cartridge*2 CT351267 Up to 1,500 pages 
Cyan Use & Return Print Cartridge*2 CT351268 Up to 1,500 pages 
Magenta Use & Return Print Cartridge*2 CT351269 Up to 1,500 pages 
Yellow Use & Return Print Cartridge*2 CT351270 Up to 1,500 pages 
Black High Yield Use & Return Print Cartridge*2 CT351263 Up to 4,500 pages 
Cyan High Yield Use & Return Print Cartridge*2 CT351264 Up to 4,500 pages 
Magenta High Yield Use & Return Print Cartridge*2 CT351265 Up to 4,500 pages 
Yellow High Yield Use & Return Print Cartridge*2 CT351266 Up to 4,500 pages 
Black High Yield Regular Print Cartridge CT351291 Up to 4,500 pages 
Cyan High Yield Regular Print Cartridge CT351292 Up to 4,500 pages 
Magenta High Yield Regular Print Cartridge CT351293 Up to 4,500 pages 
Yellow High Yield Regular Print Cartridge CT351294 Up to 4,500 pages              
Waste Print Bottle  CWAA0973 Up to 15,000 pages 

*1︓Average continuous black or continuous composite Colour (CMY) declared yield in one-sided (simplex) mode up to this number of pages in accordance with 
ISO/IEC 19798. 

*2︓The Use and Return consumables are sold with at a special price contingent upon customer's agreement to use them only once and return them to us for 
remanufacturing or recycling. For details, please refer to our website. 
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Notes 
Although Use and Return consumables are initially installed, consumables 
without the single-use term, which may be refilled or remanufactured by 
you or a third party, are available. For details, please refer to our website. 

•FUJIFILM and FUJIFILM logo are registered trademarks or trademarks of FUJIFILM Corporation. •ApeosPort is registered trademarks or trademarks of FUJIFILM Business Innovation Corp. •Apple, 
AirPrint and Mac are trademarks of Apple Inc. registered in the U.S. and other countries. Mopria®, the Mopria® Logo, and the Mopria Alliance™ word mark and logo are registered and/or 
unregistered trademarks and service marks of Mopria Alliance, Inc. in the United States and other countries. Unauthorized use is strictly prohibited. •All product names and company names 
mentioned in this brochure are trademarks or registered trademarks of their respective companies.  
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