
A4 ขาว-ดำ� เครื่องพิมพ์

ApeosPrint 4620 SDW
ขบัเคล่ือนประสิทธภิาพไปสู่อกีระดับ



2

มีประสิทธภิาพ
•	ฟังกช่ั์นและประสิทธภิาพท่ียอดเยี่ยมจะช่วยปรบัปรงุกระบวนการทำ�งาน
และเพ่ิมผลผลิตภายในสำ�นักงาน

•	การพิมพ์ด้วยความเรว็สงู (46 หน้า/นาที) ช่วยให้งานเสรจ็ได้อย่าง
รวดเรว็

•	ถาดใส่กระดาษท่ีติดตัง้เพ่ิมเติมจะช่วยเพ่ิมผลผลิตให้กบัผู้ใช้ท่ีพิมพ์งาน
ในปรมิาณมากด้วยการลดขัน้ตอนในการเติมกระดาษ

•	ชุดผงหมึกความจสุงูช่วยให้คณุใช้งานได้นานขึ้นและลดความถีใ่นการ
เปลีย่นผงหมึก

•	ให้คณุเลอืกคณุภาพและความหนาของกระดาษได้หลากหลายตามความ
ต้องการ

•	Gigabit Ethernet® 1000BASE-T

•	ความละเอยีดในการพิมพ์: 1,200 x 1,200 dpi

•	รองรบัการพิมพ์สำ�หรบั Fujifilm Print Utility, AirPrint และ Mopria® 
Print Service

ใช้งานงา่ย สะดวกสบาย
•	 	การออกแบบท่ีกะทัดรดั ฉลาด และทันสมัย

•	เลอืกวธิกีารเขา้ถงึได้ตามท่ีคณุ
ต้องการ การเช่ือมต่อกบั 
Ethernet และ Wi-Fi Direct ใน
เวลาเดียวกนัจะช่วยให้คณุ
สามารถเช่ือมต่อกบัเครือ่งได้อย่าง
งา่ยดาย

มัน่ใจมากขึ้น
•	ตอบสนองความต้องการในการพิมพ์ปรมิาณมากด้วยเครือ่งท่ีมีความ
ทนทานสงู (อายกุารใช้งานเครือ่งสงูถงึ 300,000 หน้า)

•	เม่ือเปิดฟังกช่ั์นงานพิมพ์แบบปลอดภยั (secure print) เครือ่งพิมพ์จะ
อนญุาตให้คณุมีสิทธิเ์ขา้ถงึและสัง่พิมพ์งานของคณุเท่านั้น

ทางเลือกใหม่ ไม่วา่จะใช้งานส่วนบุคคลหรอืกลุ่มงานขนาดย่อม 
ด้วยขนาดกะทัดรดั แต่มาพรอ้มสมรรถนะอนัยอดเย่ียม และ 
เต็มเป่ียมไปด้วยพลัง

ApeosPrint 4620 SDW เป็นอปุกรณ์ท่ีมีขนาดกะทัดรดั
และทนทานต่อการใช้งาน ซ่ึงเป็นโซลชัูนท่ีใช้งานได้จรงิ
สำ�หรบังานท่ีหลากหลายในสำ�นักงาน

ApeosPrint 4620 SDW
•	A4 ขาว-ดำ�เครือ่งพิมพ์

ผลิตภณัฑ์ ความเรว็ใน 
การพิมพ์ ความละเอยีดในการพิมพ์ แผงควบคมุ Ethernet Wi-Fi

ApeosPrint 4620 SDW ขาว-ดำ� 
46 หน้า/นาที* 1,200 × 1,200 dpi 1-Line LCD Gigabit 

(1000BASE-T) มาตรฐาน

* A4

Print Utility



3

ช่วยปกป้องขอ้มลูท่ีเป็นความลับและ 
ลดความเส่ียงด้านความปลอดภัย
•	จำ�กดัการเขา้ถงึของผู้ใช้ด้วย LDAP หรอื Windows Active Directory

•	ตัง้ขอ้จำ�กดัในการใช้งานสำ�หรบัฟังกชั์นต่างๆ ของอปุกรณ์ด้วยการลอ็ก
ฟังกชั์นเพ่ือความปลอดภยัและลอ็กการตัง้ค่า

•	ให้คณุมัน่ใจได้ในการทำ�งานท่ีสมบูรณ์แบบของอปุกรณ์ด้วยการตรวจ
จบัการบกุรกุเวลาท่ีเครือ่งกำ�ลงัทำ�งาน, การบูตเครือ่งอย่างปลอดภยั, 
เฟิรม์แวรพ์รอ้มลายเซ็นดิจทัิล และการเช่ือมต่อท่ีเขา้รหัสตัง้แต่ต้นทาง
จนถงึปลายทาง 

รบังานพิมพ์ได้สองทาง (ด้านหน้าและด้านหลัง)
•	เพียงเลอืกตำ�แหน่งรบัเอกสาร (ถาดรบัเอกสารด้านหน้าหรอืด้านหลงั) 
ท่ีตรงกบัประเภทกระดาษท่ีจะใช้

•	เครือ่งจะเลอืกใช้กระดาษแนวตรงซ่ึงจะได้งานพิมพ์แบบหงายขึ้นด้าน
บน เอกสารจะไม่โค้งงอเม่ือใช้กระดาษหนา เรยีบงา่ยและสวยงาม

ครบครนัด้วยคณุสมบัติท่ี 
ชาญฉลาด
•	สะดวกในการใช้งานผ่านหน้าเครือ่งไม่วา่ 
จะเป็น หยิบ/ป้อนกระดาษ หรอืเปลีย่น 
หมึกพิมพ์ได้อย่างรวดเรว็และงา่ยดาย
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1.	ถาด bypass (100 แผ่น): สามารถจดัการกระดาษ ซองจดหมาย 
ป้าย และไปรษณียบัตรแต่ละประเภทและขนาดต่างๆ

2.	ถาดมาตรฐาน (250 แผ่น): ถาดน้ีมีไวส้ำ�หรบัผู้ใช้มาตรฐาน 
สามารถใช้กระดาษประเภทและขนาดต่างๆ ได้

3.	ถาดป้อนกระดาษเสรมิขนาด 520 แผ่น*¹: แม้วา่ผู้ใช้จะต้องการ 
พิมพ์เอกสารในปรมิาณมาก แต่เครือ่งสามารถตอบสนองความ 
ต้องการได้ตามความสามารถในการป้อนกระดาษได้สงูสดุคือ  
1,390 แผ่น*².

หมายเหต:ุ ความสามารถในการป้อนกระดาษยึดตามกระดาษขนาด 80 แกรม
เป็นหลกั
*1: �ถาดป้อนกระดาษเสรมิขนาด 250 แผ่นและถาดป้อนกระดาษเสรมิขนาด  

520 แผ่นมีให้บรกิาร สามารถเพ่ิมอปุกรณ์ถาดป้อนกระดาษเสรมิได้ถงึสอง
ช้ิน

*2: �เม่ือเพ่ิมถาดป้อนกระดาษเสรมิขนาด 520 แผ่นสองช้ิน

จดุรบัเอกสารด้านหลัง

จดุรบัเอกสารด้านหน้า

ป้อนกระดาษ



Basic Functions & Specifications
Item Description
Printing Method Laser electrophotography

Warm-up Time 
25 seconds or less (23 degrees Celsius room temperature).
6 seconds or less from Sleep Mode(23 degrees Celsius room 
temperature).

Continuous 
Print Speed*¹

Simplex 46 ppm
Duplex 24 ppm

First Print Output Time*² 6.7 seconds or less (A4)
Printing Resolution 300 x 300 dpi, 600 x 600 dpi, 2,400 x 600 dpi, 1,200 x 1,200 dpi

Paper Size

Standard Tray A4, Letter, JIS B5, A5, A5 LEF, A6, Executive, Legal, Folio (216 x 330 
mm)

Bypass Tray
A4, Letter, JIS B5, A5, A5 LEF, A6, Executive, Legal, Envelope: 
COM-10, DL, C5, Monarch, Folio (216 x 330 mm)
Custom size (Width: 69.8 to 216 mm, Length: 127 to 355.6 mm)

Optional Tray A4, Letter, JIS B5, A5, Executive, Legal, Folio (216 x 330 mm)
2 Sided Printing A4, Letter, Legal

Paper Weight*³

Standard Tray 60 to 163 gsm
Bypass Tray 60 to 230 gsm
Optional Tray 60 to 120 gsm
2 Sided Printing 60 to 105 gsm

Paper Tray 
Capacity*4

Standard
Standard Tray: 250 sheets
Bypass Tray: 100 sheets

Optional
250 Sheet Feeder: 250 sheets
520 Sheet Feeder: 520 sheets

Max 1,390 sheets [Standard Tray + Bypass Tray + 520 Sheet Feeder x 2]
Output Tray Capacity*4 150 sheets (face down), 1 sheet (face up)
CPU Cortex-A53 1.2 GHz Dual Core
Memory Capacity 1 GB (Max: 1 GB)
Storage Device Capacity -
Page 
Description 
Language

Standard PCL6, PostScript language compatibility

Supported 
Operating 
System*5

Standard

Windows 11 (64 bit), Windows 10 (32 bit / 64 bit), 
Windows Server 2022 (64 bit), Windows Server 2019 (64 bit), 
Windows Server 2016 (64 bit)
macOS 14 / 13 / 12

Interface Standard
Ethernet 1000BASE-T / 100BASE-TX / 10BASE-T
USB Hi-Speed 2.0
Wireless LAN (IEEE 802.11 b/g/n)

Network Protocol TCP/IP (lpd, IPP / IPPS, Port9100)
Power Supply*6 AC220-240 V +/- 10 %, 10 A, 50/60 Hz common

Operating Noise*7*8
In Operation: 7.2 B, 54 dB (A) 
Ready Mode: 5.3 B, 35 dB (A)

Maximum 
Power 
Consumption

Max 1,280 W

Average
Ready Mode: 31 W
In Operation: 670 W
Sleep Mode: 0.5 W

Dimensions W 373 x D 388 x H 257 mm

Weight
10.8 kg (Including consumables and drum)
9.5 kg (Excluding consumables and drum)

Note: Custom Paper Size setting may be required depending on the paper size. 
*1: �When Continuously Printing Original in A4 (Plain). The performance may be reduced depending on 

the paper type and the paper size. The speed may be reduced due to the temperature conditions.
*2: �When feeding from feeder tray of machine. Numeric value varies depending on output 

environment.
*3: �It is recommended to use our recommended paper. Correct print output may not be possible 

depending on the requirement.
*4: 80 gsm paper.
*5: Please refer to our official website for the latest supported OS. 
*6: �Power outlets that provide the above power level is recommended. Maximum machine measured 

current: 5.3 A.
*7: �Measured in accordance to ISO7779. Unit B: Sound Power Level LWAd. Unit dB: Radiated Sound 

Pressure Level LpAm (bystander position), as reference value.
*8: Main unit only.

250 Sheet Feeder (Optional)
Item Description

Paper Size
Max: A4, Letter, Legal
Min: A5

Paper Weight 60 to 120 gsm
Feeding Capacity / 
Number of Tray* 250 sheets x 2 Tray

Dimensions W 363 × D 384 × H 122 mm
Weight 2.8 kg
* 80 gsm paper.

520 Sheet Feeder (Optional)
Item Description

Paper Size
Max: A4, Letter, Legal
Min: A5

Paper Weight 60 to 120 gsm
Feeding Capacity / 
Number of Tray* 520 sheets x 2 Tray

Dimensions W 363 × D 384 × H 152 mm
Weight 3.9 kg
* 80 gsm paper.

Consumables
Product Name Product Code Product Life
Toner Cartridge (Starter) - Up to 3,000 pages*¹
Toner Cartridge Standard Capacity CT204229 Up to 6,000 pages*¹
Toner Cartridge High Capacity CT204230 Up to 11,000 pages*¹
Toner Cartridge Ultra High Capacity CT204231 Up to 18,000 pages*¹
Drum Cartridge CT351436 Up to 73,000 pages*²
*1: �Published value based on ISO/IEC 19752 standards. The actual number of printable pages may vary 

significantly from the published value, depending on printing content, paper size, paper type, usage 
conditions, and other such usage environment conditions.

*2: �Approximately 45,000 pages based on 1 page per job and 73,000 pages based on 3 pages per job. 
The number of pages may be affected due to a variety of factors including but not limited to media 
type and media size.

Notes:
1) �To comply with paper weight specifications, it is recommended to use our recommended 
paper. Document may not be printed correctly depending on usage conditions. 

2) �Functional spare parts will be available for at least 7 years after the product is no longer 
manufactured.

ApeosPrint 4620 SDW
Functions & Specifications 

For Your Safety
Before using the product, read the Instruction Manual carefully for proper use. Use the  
product with the power source and voltage specified. Be sure to establish ground connection.  
Otherwise, electronic shock may result in the case of a failure or short circuit.

The available model varies depending on the country/region. Please ask the sales representatives for details. 
The product specifications, appearance and other details in this brochure are subject to change without 
notice for improvements.
Reproduction Prohibitions  Please note that reproduction of the following is prohibited by law : •Domestic 
and foreign currencies, government-issued securities, and national bonds and local bond certificates. •Unused 
postage stamps, post cards, etc. •Certificate stamps stipulated by law. •Reproducing works forming the subject 
matter of copyright (literary works, musical works, paintings, engravings, maps, cinematographic works, 
drawings, photographic works, etc.) is not permitted unless the reproduction is for the purpose of personal use, 
family use or other similar uses within a limited circle.
Trademarks  •FUJIFILM and FUJIFILM logo are registered trademarks or trademarks of FUJIFILM Corporation. 
•ApeosPrint is registered trademarks or trademarks of FUJIFILM Business Innovation Corp.  
•Microsoft, Active Directory, Azure, Microsoft Entra, Microsoft Edge, Excel, OneDrive, PowerPoint, SharePoint, 
Microsoft Teams, Windows, and Windows Server are registered trademarks of US Microsoft Corporation in the 
U.S. and other countries.•Apple, Mac, macOS, OS X,  AirPrint, and AirPrint logo are trademarks of Apple Inc. 
registered in the U.S. and other countries and regions.•Mopria, the Mopria Logo, and the Mopria Alliance word 
mark and logo are registered and/or unregistered trademarks and service marks of Mopria Alliance, Inc. in the 
United States and other countries.  •All product names and company names mentioned in this brochure are 
trademarks or registered trademarks of their respective companies.
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123 Suntowers A Building, 23rd-26th Floor, Vibhavadi-Rangsit Road, 
Chomphon, Chatuchak, Bangkok 10900
Tel: 02-660-8000     Fax: 02-617-6748-9     Call Center: 02-660-8400

123 อาคารซันทาวเวอร ์เอ ชั้น 23-26 ถนนวภิาวดีรงัสิต จอมพล จตจุกัร กรงุเทพฯ 10900
โทร: 02-660-8000      แฟกซ์: 02-617-6748-9      Call Center: 02-660-8400
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