
ApeosPrint 4560 S / 3960 S / 3360 S
เครือ่งพิมพ์ขาว-ดำาขนาด A3

ขนาดกะทัดรดัและเช่ือถือได้ ตรงกับความต้องการในธรุกิจของคณุ



ขนาดกะทัดรดัและทนทาน
• เครือ่งพิมพ์น้ำาหนักเบา เครือ่งน้ีสามารถพิมพ์ได้มากถึง 
1,800,000* หน้า
• ติดตัง้ชุดประมวลผลท่ีมีประสิทธภิาพสงูและทนทาน

499.4 มม.

388.0 มม.

262.6 มม.

สามารถกำาหนดค่าบนเดสก์ท็อป
ของคณุได้สงูสดุ 2 ถาด ในระดับ
ความสงูท่ีเหมาะสม

18.6 
กก.

*  อายกุารใช้งานเครือ่งของ ApeosPrint 4560 S / 3960 S สำาหรบั ApeosPrint 3360 S มีอาย ุ
การใช้งานเท่ากบั 1,200,000 หน้า เม่ือพิมพ์เอกสารขนาดเดียวกนั (A4) อย่างต่อเน่ืองและ
เปลีย่นช้ินส่วนตามรอบท่ีเหมาะสม

ความจกุระดาษสงูสดุ 2,300 แผ่น* เพ่ือให้ตรงกับ 
ความต้องการในการพิมพ์ครัง้ละจำานวนมาก
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1. ถาด Bypass (100 แผ่น)
2. ถาดมาตรฐาน (550 แผ่น*)
3. ถาดป้อนกระดาษเสรมิขนาด 
550 แผ่น (อปุกรณ์เสรมิ)

4. ถาดป้อนกระดาษเสรมิขนาด 
550 แผ่น (อปุกรณ์เสรมิ)

5. ถาดป้อนกระดาษเสรมิขนาด 
550 แผ่น (อปุกรณ์เสรมิ)

หมายเหต:ุ ความจใุนการป้อนกระดาษ
สำาหรบักระดาษ 80 แกรม

*  สำาหรบั ApeosPrint 4560 S ส่วนความจุ
ของถาดมาตรฐานสำาหรบั ApeosPrint 
3960 S / 3360 S คือ 250 แผ่น และ 
มีความจใุนการป้อนกระดาษได้สงูสดุ 
2,000 แผ่น

ใช้งานได้รวดเรว็
• อตัราความเรว็ในการพิมพ์ท่ีเหนือชั้น 45/39/33 หน้า/นาที (A4 LEF) 
เหมาะกับงานท่ีต้องการประสิทธภิาพสงูในการพิมพ์ครัง้ละจำานวนมาก
• ความเรว็ในการพิมพ์แผ่นแรก 6.0 วนิาทีหรอืน้อยกวา่* สำาหรบั 
ApeosPrint 4560 S / 3960 S และ 7.5 วนิาทีหรอืน้อยกวา่* สำาหรบั 
ApeosPrint 3360 S เพ่ือลดเวลาท่ีต้องรอ 

*  เวลาระหวา่งเร ิม่งานพิมพ์ไปจนถงึเม่ือพิมพ์กระดาษแผ่นแรกออกมา

คณุภาพการพิมพ์สงู
• ความละเอยีดในการพิมพ์สงูสดุ 1,200 x 1,200 dpi เม่ือพิมพ์ด้วย 
หัวพิมพ์ LED
• สามารถพิมพ์เส้นแนวทแยงซ้ำาๆ ได้อย่างสวยงามโดยใช้เทคโนโลยี 
การประมวลผลเพ่ือปรบัปรงุภาพ

สรา้งเอกสารได้เองภายในองค์กรเพ่ือการประชาสัมพันธ์
• รองรบัวสัดพิุมพ์หลากหลายรูปแบบ ทัง้กระดาษ ซองจดหมาย และ
การด์ ซ่ึงมีขนาดและความหนาแตกต่างกัน (60 ถึง 220 แกรม)
• ถาดมาตรฐาน ถาดป้อนกระดาษเสรมิขนาด 250 /550 แผ่นท่ีเป็น
อปุกรณ์เสรมิ และถาดรบัเอกสารแบบหงายหน้า* รองรบักระดาษ
มาตรฐานท่ีมีขนาดบางไปจนถึงกระดาษรีไซเคิลหรอืกระดาษหนา

หมายเหต:ุ ขอแนะนำาให้ผู้ใช้ตรวจสอบกอ่นวา่เครือ่งสามารถจดัการกบังานพิมพ์บางอย่างท่ีใช้ 
ส่ือพิเศษได้หรอืไม่ เช่น เอกสารกระดาษแบบฟอรม์ ใบกำากบัการขนส่งสินค้า และ
โปสการด์แนวสรา้งสรรค์

*  อปุกรณ์เสรมิ สามารถพิมพ์งานบนส่ือพิเศษได้คงท่ีด้วยเส้นทางกระดาษออกแนวตรง

ถาดรบัเอกสารแบบหงายหน้า 

เส้นทางกระดาษออกแนวตรง

เครือ่งพิมพ์ประสิทธภิาพสงูท่ีมีขนาดเล็กท่ีสดุในผลิตภัณฑ์ระดับเดียวกัน*1

นวตักรรมใหม่ล่าสดุ Apeos รุน่ใหม่
"Apeos" รุน่ใหม่เพิม่ฟังก์ชันการทำางานท่ีล้ำาสมัย มาพรอ้มกับระบบการรกัษาความปลอดภัยขัน้สงู 
และงา่ยต่อการใช้งาน ช่วยขยายขดีความสามารถทางธรุกิจของคณุได้อย่างสมบูรณ์แบบ
อปุกรณ์ "Apeos" สามารถเช่ือมต่อกับโซลชัูนและบรกิารต่างๆ ได้อย่างไรร้อยต่อ 
สอดรบักับสไตล์การทำางานรูปแบบใหม่ท่ีคล่องตัว ให้คณุทำางานได้ทกุท่ีทกุเวลา

การเช่ือมต่อผ่าน USB, อเีทอรเ์น็ต, 
Wi-Fi*
*อปุกรณ์เสรมิ

ขาว-ดำา A3
45/39/33 หน้า/นาที (A4 LEF)

ในภาพคือ ApeosPrint 4560 S

*1: ปรมิาณการพิมพ์ของเครือ่ง ApeosPrint 3960 S / 3360 S ในเครือ่งพิมพ์เลเซอรข์าว-ดำาขนาด A3 
ขอ้มลูตัง้แต่เดือนตลุาคม 2022 จากการค้นควา้ของเรา

ApeosPrint 3960 S / 3360 S
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รองรบัสภาพแวดล้อม LAN แบบไรส้าย*
• เช่ือมต่อเครอืขา่ยระหวา่งเวริก์กรุป๊ต่างๆ ได้งา่ยด้วยการรองรบัระบบ 
Wi-Fi*
• สามารถเช่ือมต่ออปุกรณ์ได้สงูสดุ 5 เครือ่งพรอ้มกันผ่าน Wi-Fi 
Direct*
• รองรบัการพิมพ์งานจากอปุกรณ์เคล่ือนท่ีโดยตรงผ่าน Print Utility, 
AirPrint และ Mopria® Print Service
• สามารถใช้งานบนสภาพแวดล้อม LAN แบบมีสายและ LAN แบบไรส้าย
ได้ในเวลาเดียวกัน*

* อปุกรณ์เสรมิ

มุ่งสู่สังคมแบบยัง่ยืน

ความปลอดภัยสงูเพ่ือป้องกันขอ้มลูร ัว่และการเขา้ถึงท่ี ไม่ได้รบัอนุญาต

ลดความส้ินเปลืองพลังงาน
• ระดับความส้ินเปลืองพลังงานต่ำาระดับแนวหน้าในอตุสาหกรรม
• การใช้พลังงานในโหมดพักอยู่ท่ี 0.4 W

การใช้พลังงานในโหมดพัก
DocuPrint 4405 d 
(รุน่ธรรมดา)

ApeosPrint 4560 S

0.4
W

0.9 W

หัวพิมพ์ LED
• อปุกรณ์ฉายแสงท่ีสแกนด้วยตัวเองให้เอาต์พตุความละเอยีดสงู 
• ปรมิาณแสงท่ีสม่ำาเสมอทำาให้สามารถใช้งานในขนาดกะทัดรดัและ
ประหยัดพลังงาน

Super EA-Eco Toner
• อนุภาคมีขนาดเล็กระดับชั้นนำาในอตุสาหกรรม
• ชุดทำาความรอ้นทำางานท่ีอณุหภมิูต่ำา ช่วยให้มี 
ความส้ินเปลืองพลังงานต่ำา

ทำางานเงยีบดัง่เสียงกระซิบ 
• การทำางานของพัดลมและการออกแบบเส้นทางของกระดาษมี 
ความเหมาะสมท่ีสดุเพ่ือให้มีเสียงรบกวนในระดับต่ำา 

ประหยัดหมึก
• ฟังก์ชันประหยัดผงหมึกด้วยการเพิม่ระดับผงหมึกได้ 3 ระดับ
• ประหยัดการใช้ผงหมึกสำาหรบัเอกสารท่ีไม่ต้องการคณุภาพของภาพสงู 
เช่น เอกสารภายใน

ปิด เปิด (ออ่น) เปิด (ออ่นกวา่) เปิด (ออ่นท่ีสดุ)

• การพิมพ์ 2 ด้านสามารถตัง้ให้เป็นค่าเร ิม่ต้นได้ในระหวา่งการติดตัง้
ไดรเวอรเ์ครือ่งพิมพ์
• สำาหรบัการพิมพ์งานหลายชุด ฟังก์ชัน “พิมพ์ตัวอย่าง” ทำาให้สามารถ
พิมพ์ออกหน่ึงชุดสำาหรบัการตรวจสอบเพ่ือป้องกันการพิมพ์ผิดเป็น
จำานวนมาก 
• ฟังก์ชันการพิมพ์ “พิมพ์หลายหน้าในหน้าเดียว” สามารถจดัวางจำานวน
หน้าสงูสดุ 32 หน้าลงบนกระดาษหน่ึงหน้าเพ่ือลดความส้ินเปลือง
กระดาษ

สามารถเลอืกตัวเลอืกจาก [2] [4] [8] [9] [16] หรอื [32] 

ความสามารถในการใช้เครอืขา่ยคู่*
• สามารถเช่ือมโยงเครือ่งพิมพ์กับเครอืขา่ยอเีทอรเ์น็ต 2 เครอืขา่ยพรอ้ม
กันได้
• สามารถพิมพ์งานจาก 1 ใน 2 เครอืขา่ยแยกกันได้
• ผู้ใช้หลายคนสามารถใช้เครือ่งพิมพ์เครือ่งเดียวกันขณะท่ีเครอืขา่ยยัง
คงแยกกันได้

* จำาเป็นต้องมีชุดอเีทอรเ์น็ตรองท่ีเป็นอปุกรณ์เสรมิ

อเีทอรเ์น็ต 1

อเีทอรเ์น็ต 2

เครอืขา่ย 1
การรบัส่งขอ้มลูเก่ียวกับ
งานธรุการ

เครอืขา่ย 2
การรบัส่งขอ้มลูเก่ียวกับระบบ
ท่ีสำาคัญต่อภารกิจหลัก

เครอืขา่ยเป็นอสิระจากกันโดยส้ินเชิง

ขอ้มลูสำาคัญเพ่ือปกป้องความปลอดภัย
• พิมพ์แบบปลอดภัย และ ไพรเวทชารจ์พรนิต์ ท่ีเขา้สู่ระบบด้วยการด์ 
IC* ช่วยป้องกันการรัว่ไหลของขอ้มลูบนกระดาษได้
• สามารถจดัเก็บและจดัการขอ้มลูล็อกของงานและตัวภาพได้โดยใช้ไฟล์
เก็บภาพ* ช่วยให้ตรวจสอบติดตามได้รวดเรว็ในกรณีท่ีมีขอ้มลูร ัว่ไหล
• รองรบั WPA3 ซ่ึงเป็นโปรโตคอลความปลอดภัยของ LAN แบบไรส้าย
ล่าสดุ
• ใช้ TPM (Trusted Platform Module) 2.0 ซ่ึงเป็นชิปนิรภัยท่ีเขา้กันได้
กับมาตรฐานล่าสดุท่ีมีการเขา้รหัสท่ีปรบัปรงุดีขึ้น
• ตรวจจบัการแทรกแซงของซอฟต์แวรอ์ปุกรณ์ และฟีเจอรก์ารจบัคู่ด้วย
ตัวเองจะช่วยป้องกันและซ่อมแซมซอฟต์แวรอ์ปุกรณ์จากเหตกุารณ์
การแทรกแซง

* อปุกรณ์เสรมิ

สภาพแวดลอ้ม
ของ LAN 
แบบไรส้าย

สภาพแวดลอ้มของ 
LAN แบบมีสาย
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ApeosPrint 4560 S / 3960 S / 3360 S Functions & Specifications

The available model varies depending on the country/region. Please ask the sales representatives for 
details. 
The product specifications, appearance and other details in this brochure are subject to change without 
notice for improvements.
Reproduction Prohibitions  Please note that reproduction of the following is prohibited by law : •Domestic 
and foreign currencies, government-issued securities, and national bonds and local bond certificates. 
•Unused postage stamps, post cards, etc. •Certificate stamps stipulated by law. •Reproducing works 
forming the subject matter of copyright (literary works, musical works, paintings, engravings, maps, 
cinematographic works, drawings, photographic works, etc.) is not permitted unless the reproduction is for 
the purpose of personal use, family use or other similar uses within a limited circle.
Trademarks  •FUJIFILM and FUJIFILM logo are registered trademarks or trademarks of FUJIFILM 
Corporation. •ApeosPrint is registered trademark or trademark of FUJIFILM Business Innovation Corp. 
•Adobe, Adobe logo, PostScript and PostScript logo are either registered trademarks or trademarks of 
Adobe in the United States and/or other countries. •Mopria the Mopria Logo, and the Mopria Alliance word 
mark and logo are registered and/or unregistered trademarks and service marks of Mopria Alliance, Inc.in 
the United States and other countries. •Apple, AirPrint, and Mac are trademarks of Apple Inc., registered 
in the U.S. and other countries and regions. •All product names and company names mentioned in this 
brochure are trademarks or registered trademarks of their respective companies.

For Your Safety
Before using the product, read the Instruction Manual carefully for proper use. Use the product 
with the power source and voltage specified. Be sure to establish ground connection. Otherwise, 
electronic shock may result in the case of a failure or short circuit.

Items
Description

4560 S 3960 S 3360 S

Printing Method LED electrophotography

Warm-up Time*1
19 seconds or less if the main power is on 
(23 degrees Celsius room temperature).
16 seconds or less from Sleep mode.

19 seconds or less if 
the main power is on 
(23 degrees Celsius 
room temperature).
19 seconds or less 
from Sleep mode.

Continuous 
Print Speed*2

Simplex A4 LEF: 45 ppm
A3: 25.7 ppm

A4 LEF: 39 ppm
A3: 23 ppm

A4 LEF: 33 ppm
A3: 18.2 ppm

Duplex A4 LEF: 31.7 ppm 
A3: 15.4 ppm

A4 LEF: 22.4 ppm
A3: 10.8 ppm

First Print Output Time*3 A4 LEF: 6.0 seconds A4 LEF: 7.5 seconds 

Printing 
Resolution Standard

[PCL Driver]
Standard: 600 x 600 dpi, High Resolution: 1,200 x 1,200 dpi 
[Adobe® PostScript® 3TM Driver]
Standard: 600 x 600 dpi, High Resolution: 1,200 x 1,200 dpi

Paper Size*4

Standard Tray
A3, JIS B4, A4, JIS B5, A5, JIS B6, A6, Legal, Letter, 11 x 17",  
7.25 x 10.5" (184 x 267 mm), 8.5 x 13" (216 x 330 mm), 
Postcard (100 x 148 mm), C5
Custom Size (Width: 75 to 297 mm, Length: 148 to 432 mm)

Bypass Tray

A3, JIS B4, A4, JIS B5, A5, JIS B6, A6, Legal, Letter, 11 x 17",  
5.5 x 8.5"(140 x 216 mm), 7.25 x 10.5" (184 x 267 mm),  
8.5 x 13"(216 x 330 mm), Postcard (100 x 148 mm), COM-10, 
Monarch, DL, C5
Custom Size (Width: 70 to 297 mm, Length: 98 to 508 mm, 
Width 210 x Length 900 mm, Width 297 x Length 900 mm, 
Width 297 x Length 1,200 mm)

Optional Tray
250 Sheet Feeder / 550 Sheet Feeder: A3, JIS B4, A4, JIS B5, A5, 
JIS B6, A6, Legal, Letter, 11 x 17", 7.25 x 10.5" (184 x 267 mm), 
8.5 x 13"(216 x 330 mm), Postcard (100 x 148 mm), C5
Custom Size (Width: 75 to 297 mm, Length: 148 to 432 mm)

2 sided Printing
A3, JIS B4, A4, JIS B5, A5, JIS B6, A6, Legal, Letter, 11 x 17",  
7.25 x 10.5" (184 x 267 mm), 8.5 x 13" (216 x 330 mm)
Custom Size (Width: 100 to 297 mm, Length: 148 to 432 mm)

Paper 
Weight*4

Standard Tray 60 to 220 gsm
Bypass Tray 60 to 220 gsm

Optional Tray 250 Sheet Feeder: 60 to 220 gsm
550 Sheet Feeder: 60 to 220 gsm

2 sided Printing 60 to 163 gsm

Paper Tray 
Capacity*5

Standard
Standard Tray: 550 
sheets
Bypass Tray: 100 
sheets

Standard Tray: 250 sheets
Bypass Tray: 100 sheets

Optional 250 Sheet Feeder: 250 sheets
550 Sheet Feeder: 550 sheets

Max
2,300 sheets 
[Standard + 550 
Sheet Feeder x 3]

2,000 sheets 
[Standard + 550 Sheet Feeder x 3]

Output Tray 
Capacity*5

Standard 550 sheets (face 
down) 250 sheets (face down)

Optional Face Up Tray: 100 sheets
CPU ARM Dual Core 1.3 GHz
Memory Capacity 2 GB (Max: 2 GB)
Storage device capacity*6 Optional: 82 GB
Page 
Description 
Language

Standard PCL6, Adobe® PostScript® 3TM

Supported 
Operating 
System*7

Standard

[PCL Driver]
Windows 11 (64 bit), Windows 10 (32 bit / 64 bit),  
Windows 8.1 (32 bit / 64 bit), Windows Server 2022 (64 bit), 
Windows Server 2019 (64 bit), Windows Server 2016 (64 bit), 
Windows Server 2012 R2 (64 bit), Windows Server 2012 (64 bit)
[Mac OS X Driver]
macOS 12 / 11 / 10.15 / 10.14 / 10.13
[Adobe® PostScript® 3TM Driver]
Windows 11 (64 bit), Windows 10 (32 bit / 64 bit),  
Windows 8.1 (32 bit / 64 bit), Windows Server 2022 (64 bit), 
Windows Server 2019 (64 bit), Windows Server 2016 (64 bit), 
Windows Server 2012 R2 (64 bit), Windows Server 2012 (64 bit)
macOS 12 / 11 / 10.15 / 10.14 / 10.13

Interface
Standard Ethernet 1000BASE-T / 100BASE-TX / 10BASE-T, USB3.0

Optional Ethernet 1000BASE-T / 100BASE-TX / 10BASE-T,  
IEEE 802.11a/b/g/n/ac

Network Protocol TCP/IP (IPv4/IPv6, lpd, Port9100, IPP, ThinPrint, WSD)
Power Supply *8 AC220-240 V +/- 10 %, 10 A, 50/60 Hz common
Operating 
Noise*9 In operation 7.17 B, 54 dB (A)*10 7.09 B, 54 dB (A)*10 7.00 B, 51 dB (A) 

Maximum Power 
Consumption*11

Max 1,350 W (AC220 V +/- 10 %)
1,530 W (AC240 V +/- 10 %)

910 W (AC220 V +/- 10 %)
1,030 W (AC240 V +/- 10 %)

Average
Ready mode: 70 W 
In operation: 615 W
Sleep mode: 0.4 W*12

Ready mode: 60 W 
In operation: 473 W
Sleep mode: 0.4 W*12

Dimensions W 499.4 x D 388.0*13 x 
H 320.0 mm W 499.4 x D 388.0*13 x H 262.6 mm

Weight 
20.2 kg (Including 
consumables)
18.2 kg (Excluding 
consumables)

18.6 kg (Including consumables)
16.6 kg (Excluding consumables)

Note: WSD stands for Web Services on Devices.
*1:  Measurements based on our standards. It takes more time depending on the usage conditions 

and image quality control.
*2:  When Continuously Printing Original (Plain). The performance may be reduced depending 

on the paper type and the paper size. The speed may be reduced due to the image quality 
adjustment.

*3:  When feeding from feeder tray of machine. Numeric value varies depending on output 
environment.

*4:  Please use the recommended paper. Depending on paper type (quality, size, etc.), printing 
may be inaccurate. Please conduct paper feed checks in advance, especially when using 
custom paper sizes. Do not use inkjet paper. Printing errors or reduction in quality may occur 
when printing on the back of used paper or paper already used for printing, or when using the 
printer in a dry, cold, or hot and humid environment. 

*5:  80 gsm paper.
*6:  The actual value of storage device capacity may vary.
*7:  Please refer to our official website for the latest supported OS.
*8:  Power outlets that provide the above power level is recommended. Maximum machine 

measured current: 12 A for ApeosPrint 4560 S / 3960 S, and 10 A for ApeosPrint 3360 S.
*9:  Measured in accordance to ISO7779. Unit B: Sound Power Level LWAd, Unit dB: Radiated 

Sound Pressure Level LpAm (bystander position). Main unit only.
*10: 51 dB (A) in quiet mode.
*11:  Maximum power consumption at full configuration.
*12:  At standard configuration.
*13:  When using A4 size. When using A3 size, it is 517.8 mm.

Consumables
Product Name Product Code Yield

Drum Cartridge CT351379 Up to 40,000 pages*1

Toner Cartridge Standard Capacity CT203918 Up to 10,000 pages*2

Toner Cartridge High Capacity CT203919 Up to 15,000 pages*2

*1:  The number of printable pages is a reference value derived from the average of 4 sheets for 
ApeosPrint 4560 S (3 sheets for ApeosPrint 3960 S, 2 sheets for ApeosPrint 3360 S) printed 
in A4 LEF, image coverage 5 % in one setting, under continuous printing usage conditions. 
The actual number of printable pages may vary to below half the reference value, depending 
on paper type, paper direction, input / output tray settings, initialization operations upon 
powering ON / OFF the device, tuning operations to maintain print quality, and other such 
usage environment conditions.

*2:  Published value based on ISO / IEC 19752 standards. The actual number of printable pages 
may vary significantly from the published value, depending on printing content, paper size, 
paper type, usage conditions, initialization operations upon powering ON / OFF the device, 
tuning operations to maintain print quality, and other such usage environment conditions.

Options
Product Name Product Code

250 Sheet Feeder E3100083

550 Sheet Feeder E3100084

Face Up Tray E3300227

Data Overwrite Kit EC104786 

Feature Enhance Kit E3100086

Storage (SSD) EC104530

Secondary Ethernet Kit EC104896

Wireless LAN Kit 2 EC104218

External IC Card Reader B EC104665

Multi Language Font Kit EC104208

Remote Authentication Kit E3100097

Software / Product Manual E3100087

Notes:
1.  To comply with paper weight specifications, it is recommended to use our recommended paper. 
Document may not be printed correctly depending on usage conditions.

2. Functional spare parts will be available for at least 7 years after the product is no longer 
manufactured.
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