
ApeosPrint C5570
เครือ่งพิมพ์สีขนาด A3

การพิมพ์ความเรว็สงูท่ีมาพรอ้มกับคณุสมบัติด้านความปลอดภัยท่ีแขง็แกรง่



ใช้งานได้รวดเรว็ทันใจ
•	พิมพ์ความเรว็สงูทัง้สีและขาว-ดำาท่ี	55	หน้า/นาที	(A4	LEF)	สามารถ	
ตอบสนองความต้องการสำาหรบัการพิมพ์สีปรมิาณมากๆ	ในสำานักงาน
•	เวลาในการพิมพ์แผ่นแรกไม่เกนิ	5.0	วนิาที*	สำาหรบัสี	และไม่เกนิ	
3.5	วนิาที*	สำาหรบัขาว-ดำา	ให้คณุพิมพ์งานได้ไว	ไม่ต้องรอนาน

	*		นับจากเวลาท่ีเร ิม่ต้นการพิมพ์ไปจนถงึเวลาท่ีเครือ่งส่งกระดาษแผ่นแรกออกมา

การจดัชุดเขา้เล่มแบบอตัโนมัติ*
รองรบัฟังก์ชันต่างๆ ท่ีใช้งานบ่อยใน 
สำานักงาน เช่น เจาะร ูเย็บมงุหลังคา 
และ พับครึง่ 
ช่วยให้คณุทำางานได้ครบทกุขัน้ตอน
ตัง้แต่การสัง่พิมพ์ไปจนถึงการจดัชุด
เขา้เล่มในคราวเดียว
*	อปุกรณ์เสรมิ

ทนทานสงู*
ทนทานในการใช้งาน* สามารถพิมพ์ได้สงูถึง 1.5 ล้านแผ่น ให้คณุใช้งาน
รว่มกันได้สำาหรบัทัง้สำานักงาน
	*		เม่ือพิมพ์อย่างต่อเน่ืองสำาหรบัต้นฉบับขนาดเดียวกนั	A4	LEF	และ	เม่ือมีการเปลีย่นอะไหล่
ทดแทนตามกำาหนดเวลาท่ีเหมาะสม

คณุภาพการพิมพ์ขัน้สดุ
•	ความละเอยีดในการพิมพ์สงูถงึ	1,200	x	2,400	dpi
•	Super	EA-Eco	toner	ช่วยในการพิมพ์ขอ้ความขนาดเลก็จิว๋และ	
เส้นบางเฉียบ
•	คณุภาพสีขัน้สดุด้วยหัวพิมพ์	LED	และเทคโนโลยี	IReCT*
	*	Image	Registration	Control	Technology

ผลิตส่ือการตลาด-ส่ือส่งเสรมิการขายได้เองในสำานักงาน
•	รองรบักระดาษยาวได้ถงึขนาด	320	×	1,200	มม.
•	รองรบัน้ำาหนักกระดาษ	52	-	300	แกรม	
เช่น	ใบรบัรองและใบประกาศเกยีรติคณุ
•	ถาด	Bypass	รองรบัโปสการด์และซอง
จดหมาย	พรอ้มทัง้	“ถาดซองจดหมาย”	
ท่ีเป็นอปุกรณ์เสรมิ

ประหยัด-เป็นมิตรต่อส่ิงแวดล้อม
•	ฟังกชั์นประหยัดผงหมึกช่วยเพ่ิมการใช้งานขึ้นได้อกี	1%
•	Super	EA-Eco	toner:	การหลอมละลายของผงหมึกท่ีอณุหภมิูต่ำา	
ช่วยประหยัดการใช้พลงังานให้น้อยลง

ผลิตงานคณุภาพสงูได้อย่างรวดเรว็ ช่วยเพิม่ประสิทธภิาพการทำางานให้คณุได้อย่างเหนือชั้น

ความจกุระดาษขนาดใหญ่ถงึ 6,140 แผน่ และ ตัวเลอืกการจัดชุดเข้าเลม่ทีห่ลากหลาย ให้คณุเลอืกใช้งานได้ตามต้องการ

พรอ้ม โมดลู 2 ถาด, เครือ่งจดัชุดเอกสาร B4 / B5 
+ ชุดทำา Booklet + ชุดเจาะรู

พรอ้ม ชุดโมดลูถาด Tandem

ความจกุระดาษสงูสดุ 3,200 แผ่น

พรอ้ม โมดลู 2 ถาด + ถาดป้อนกระดาษ
ความจสุงู B1

ความจกุระดาษสงูสดุ 4,170 แผ่น ความจกุระดาษสงูสดุ 2,170 แผ่น

• ความจลุวดเย็บท่ี 50 แผ่น*1
• เย็บแบบไม่ใช้ลวดเย็บ*2
• เจาะร*ู3
• เย็บมงุหลังคา*4
• พับครึง่*4

หมายเหต:ุ	เครือ่งทกุรุน่มาพรอ้มกบัถาดมาตรฐานสองถาด	มีความจกุระดาษ	(80	gsm)	รวมถาด	Bypass

นวตักรรมใหม่ล่าสดุ Apeos รุน่ใหม่
"Apeos" รุน่ใหม่เพิม่ฟังก์ชันการทำางานท่ีล้ำาสมัย มาพรอ้มกับระบบการรกัษาความปลอดภัยขัน้สงูและงา่ยต่อ
การใช้งาน ช่วยขยายขดีความสามารถทางธรุกิจของคณุได้อย่างสมบูรณ์แบบ
อปุกรณ์ "Apeos" สามารถเช่ือมต่อกับโซลชัูนและบรกิารต่างๆ ได้อย่างไรร้อยต่อ สอดรบักับสไตล์การทำางาน 
รูปแบบใหม่ท่ีคล่องตัว ให้คณุทำางานได้ทกุท่ีทกุเวลา

ความละเอยีดในการพิมพ์สงู 1,200 x 2,400 dpi
เช่ือมต่อ USB, Ethernet, Wi-Fi*
เครือ่งจดัชุดเอกสาร*
*อปุกรณ์เสรมิ

A3/สี 55 หน้า/นาที (A4 LEF) 

ความจกุระดาษสงูสดุ 1,130 แผ่น

รุน่มาตรฐาน
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เช่ือมต่อกับอปุกรณ์เคล่ือนท่ีต่างๆ และ USB แฟลชไดรฟ์
ได้อย่างไรร้อยต่อ
•	เช่ือมต่ออปุกรณ์เคลื่อนท่ีเพ่ือสัง่พิมพ์
งาน*1	ได้อย่างงา่ยดายด้วยแอป	Print	
Utility*2

•	ให้คณุทำางานได้สะดวกยิง่ขึ้นด้วยการ
สัง่พิมพ์เอกสารจาก	USB	แฟลชไดรฟ์
โดยตรง

*1:		เช่ือมต่อเครือ่งผ่านสภาพแวดลอ้ม	LAN	แบบ	
ไรส้ายท่ีเป็นอปุกรณ์เสรมิ

*2:		ดาวน์โหลดได้ฟรจีาก	Google	PlayTM	หรอื	App	
Store

รองรบัสภาพแวดล้อม LAN แบบไรส้าย*
•	ด้วยการเปิดใช้งานแบบไรส้าย	จงึช่วยให้คณุสามารถติดตัง้อปุกรณ์ไว	้
ท่ีใดก็ได้ในออฟฟิศ
•	เช่ือมต่ออปุกรณ์	Wi-Fi	Direct	ได้พรอ้มกนัถงึ	5	อปุกรณ์
•	คณุสามารถพิมพ์งานจากอปุกรณ์เคลื่อนท่ีได้อย่างงา่ยดายด้วยการ
พิมพ์จาก	Print	Utility,	AirPrint	และ	Mopria®	Print	Service

	*	อปุกรณ์เสรมิ

การรบัรองความถกูต้องโดยไม่ผ่านเซิรฟ์เวอร*์
แชรข์อ้มลูผู้ใช้ท่ีอยู่ในเครือ่งพิมพ์ไปยังเครือ่งอื่นๆ ท่ีอยู่ในเครอืขา่ย
เดียวกันได้ คณุจงึสามารถรบัรองความถกูต้องด้วยการใช้การด์ IC ได้ 
จากทกุเครือ่งท่ีอยู่ในสำานักงานโดยไม่จำาเป็นต้องผ่านเซิรฟ์เวอร์
	*	อปุกรณ์เสรมิ	

•	ป้องกนัการรัว่ไหลของขอ้มลูด้วยฟังกชั์นการพิมพ์แบบปลอดภยัและไพรเวทชารจ์พรนิต์ผ่านการ
รบัรองความถกูต้องด้วยการด์	IC*
•	ฟังกชั์นไฟลเ์กบ็ภาพหรอื	Image	Log*	ท่ีมีหน้าท่ีในการจดัเกบ็ภาพและรายการบันทึกงาน	รวมทัง้การ
จดัการต่างๆ	เพ่ือช่วยในการสืบค้นและวเิคราะห์หาสาเหตใุนกรณีท่ีมีการรัว่ไหลของขอ้มลูได้อย่างทันท่วงที
•	ขณะน้ีสามารถรองรบั	WPA3	ให้เป็นโปรโตคอลความปลอดภยัในรปูแบบ	LAN	แบบไรส้าย	มีการนำา	
TPM	2.0	มาใช้เป็นชิปเพ่ือการรกัษาความปลอดภยัตามมาตรฐานลา่สดุพรอ้มการเขา้รหัสขัน้สงู
•	ตรวจจบัการปลอมแปลงซอฟต์แวรข์องอปุกรณ์	รวมทัง้คณุสมบัติในการซ่อมแซมตัวเองท่ีจะช่วย
ปกป้องและซ่อมแซมซอฟต์แวรอ์ปุกรณ์หากมีการพยายามแก้ไขขอ้มลูเกดิขึ้น
•	เสรมิสรา้งสภาพแวดลอ้มท่ีแขง็แกรง่และปลอดภยัยิง่ขึ้นด้วยการยกระดับคณุสมบัติความปลอดภยัให้
กบัทัง้ฮารด์แวรแ์ละซอฟต์แวร์

	*	อปุกรณ์เสรมิ

รูปแบบท่ีเรยีบงา่ยทำาให้ดขูอ้มลูได้งา่ยขึ้น

•	ปรบัแต่งหน้าจอหลกัได้ตามต้องการ
เพ่ือความสะดวกในการเลอืกใช้ฟังกชั์น
ท่ีคณุต้องใช้งานบ่อย
•	เม่ือใช้ไพรเวทชารจ์พรนิต์	คณุจะ
สามารถเลอืกดหูรอืลบเอกสารได้งา่ยๆ	
จากภาพตัวอย่างหรอืรปูขนาดย่อ*		
บนแผงควบคมุ

	*	จำาเป็นต้องใช้ท่ีเกบ็ขอ้มลู	(SSD)	ซ่ึงเป็นอปุกรณ์เสรมิสำาหรบัการดภูาพตัวอย่างและรปูขนาดย่อ

รองรบัฟังก์ชันการพิมพ์สำาหรบัทกุอปุกรณ์ของ Microsoft*1
เพียงลงทะเบียน ApeosPrint C5570 ไปยังคณุสมบัติการพิมพ์สำาหรบั
ทกุอปุกรณ์ของ Microsoft ไวล่้วงหน้า จากน้ันผู้ใช้*2 ท่ีผ่านการรบัรอง
ความถกูต้องด้วย Azure AD ก็จะสามารถสัง่พิมพ์งานจากท่ีใดก็ได้ผ่าน
ระบบคลาวด์
	*	1:	จำาเป็นต้องใช้ท่ีเกบ็ขอ้มลู	(SSD)	ซ่ึงเป็นอปุกรณ์เสรมิ
	*	2:	สำาหรบัองค์กรท่ีมีการสมัครใช้งาน	Microsoft	Windows	Enterprise	หรอื	Microsoft	365

สัง่พิมพ์งานได้จากทกุเครือ่งในออฟฟิศ 
ด้วยคณุสมบัติ Server-less On-Demand Print* ท่ีจะช่วยให้คณุ
สามารถสัง่พิมพ์และรบังานพิมพ์ของคณุจากเครือ่งพิมพ์เครือ่งใด 
ก็ได้ท่ีเช่ือมต่อกันภายในออฟฟิศ
•	เพ่ิมประสิทธภิาพในการใช้งานด้วยการสัง่พิมพ์จากเครือ่งอื่นได้ทันที	
กรณีเครือ่งท่ีคณุต้องการใช้ไม่วา่ง
•	สามารถเช่ือมต่ออปุกรณ์ได้สงูสดุถงึ	100	เครือ่ง
	*	อปุกรณ์เสรมิ

ใช้งานงา่ย สะดวก รวดเรว็

เพิม่ความคล่องตัวในการใช้งานเพ่ือรองรบัสไตล์การทำางานแบบระยะไกล

รกัษาความปลอดภัยของขอ้มลูท่ีสำาคัญ

ภาพประกอบการเย็บแบบ 1 ตำาแหน่ง

เยบ็แบบ
ไมใ่ช้ลวดเยบ็
   10*8
แผ่น

ภาพประกอบการเย็บแบบ 2 ตำาแหน่ง

ความจกุระดาษขนาดใหญ่ถงึ 6,140 แผน่ และ ตัวเลอืกการจัดชุดเข้าเลม่ทีห่ลากหลาย ให้คณุเลอืกใช้งานได้ตามต้องการ

พรอ้ม ชุดโมดลูถาด Tandem, ถาดป้อนกระดาษความจสุงู B2,  
อปุกรณ์เขา้เล่มและเย็บตรงกลาง C4 / C5 + อปุกรณ์พับกระดาษ CD3 

• ความจลุวดเย็บท่ี 65 แผ่น*1*5  
• เย็บแบบไม่ใช้ลวดเย็บ*2
• เจาะร*ู6
• เย็บมงุหลังคา
• พับครึง่
• พับสามทบ*7
• พับครึง่แบบตัว Z*7

ความจกุระดาษสงูสดุ 6,140 แผ่น

*1:	ไม่เกนิ	90	gsm
*2:	รุน่ท่ีใช้ได้:	เครือ่งจดัชุดเอกสาร	B5,	เครือ่งจดัชุดเอกสาร	C5	และอปุกรณ์เขา้เลม่และเย็บตรงกลาง	C5
*3:	จำาเป็นต้องใช้ชุดเจาะรท่ีูเป็นอปุกรณ์เสรมิ
*4:	จำาเป็นต้องใช้ชุดทำา	Booklet	ท่ีเป็นอปุกรณ์เสรมิ	เม่ือเลอืกการเย็บมงุหลงัคา	หรอืพับครึง่โดยใช้	

เครือ่งจดัชุดเอกสาร	B4	/	B5	เครือ่งจะทำารอยพับโดยไม่มีการพับ
*5:	เม่ือติดตัง้เครือ่งจดัชุดเอกสารพรอ้มชุดลวดเย็บแบบ	C	ขนาด	65	แผ่น
*6:	มีเครือ่งจดัชุดเอกสาร	+	ชุดเจาะรู
*7:	ต้องใช้อปุกรณ์พับกระดาษ
*8:	ไม่เกนิ	80	gsm

เย็บแบบไม่ใช้ลวดเย็บ
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The	available	model	varies	depending	on	the	country/region.	Please	ask	the	sales	representatives	for	
details.	
The	product	specifications,	appearance	and	other	details	in	this	brochure	are	subject	to	change	without	
notice	for	improvements.
Reproduction Prohibitions 	•Please	note	that	reproduction	of	the	following	is	prohibited	by	law	:	
•Domestic	and	foreign	currencies,	government-issued	securities,	and	national	bonds	and	local	bond	
certificates.	•Unused	postage	stamps,	post	cards,	etc.	•Certificate	stamps	stipulated	by	law.	•Reproducing	
works	forming	the	subject	matter	of	copyright	(literary	works,	musical	works,	paintings,	engravings,	maps,	
cinematographic	works,	drawings,	photographic	works,	etc.)	is	not	permitted	unless	the	reproduction	is	for	
the	purpose	of	personal	use,	family	use	or	other	similar	uses	within	a	limited	circle.
Trademarks		•FUJIFILM	and	FUJIFILM	logo	are	registered	trademarks	or	trademarks	of	FUJIFILM	
Corporation.	•ApeosPrint	is	registered	trademarks	or	trademarks	of	FUJIFILM	Business	Innovation	Corp.	
•Adobe,	Adobe	logo,	PostScript	and	PostScript	logo	are	either	registered	trademarks	or	trademarks	of	
Adobe	in	the	United	States	and/or	other	countries.	•Mopria,	the	Mopria	Logo,	and	the	Mopria	Alliance	word	
mark	and	logo	are	registered	and/or	unregistered	trademarks	and	service	marks	of	Mopria	Alliance,	Inc.	in	
the	United	States	and	other	countries.	•Apple,	AirPrint	and	Mac	are	trademarks	of	Apple	Inc.,	registered	
in	the	U.S.	and	other	countries	and	regions.	•All	product	names	and	company	names	mentioned	in	this	
brochure	are	trademarks	or	registered	trademarks	of	their	respective	companies.

For Your Safety
Before	using	the	product,	read	the	Instruction	Manual	carefully	for	proper	use.	Use	the	product	
with	the	power	source	and	voltage	specified.	Be	sure	to	establish	ground	connection.	Otherwise,	
electronic	shock	may	result	in	the	case	of	a	failure	or	short	circuit.

ApeosPrint C5570 Functions & Specifications
Items Description
Printing	Method	 LED	Electrophotography

Warm-up	Time

[Embedded	Plug-ins	/	Custom	Services]	*1
When	enabled:	27	seconds	or	less	(23	degrees	Celsius	room	temperature).	
11	seconds	or	less	from	Sleep	Mode
When	disabled:	21	seconds	or	less	(23	degrees	Celsius	room	temperature).	
11	seconds	or	less	from	Sleep	Mode

Continuous	
Print	Speed*2

Simplex A4	LEF:	Colour	55	ppm,	B/W	55	ppm
A3:	Colour	27	ppm,	B/W	27	ppm

Duplex A4	LEF:	Colour	55	ppm,	B/W	55	ppm
A3:	Colour	19	ppm,	B/W	19	ppm

First	Print	Output	Time*3 Colour:	5.0	seconds,	B/W:	3.5	seconds	(A4LEF)

Printing	
Resolution Standard

[PCL	Driver]
Standard:	1,200	x	2,400	dpi,	High	Quality:	1,200	x	2,400	dpi,	
High	Resolution:	1,200	x	1,200	dpi
[Adobe®	PostScript®	3TM	Driver]
High	Speed	(Standard):	600	x	600	dpi,	High	Quality:	1,200	x	2,400	dpi,	
High	Resolution:	1,200	x	1,200	dpi

Paper	Size

Tray	1 A3,	11	x	17",	JIS	B4,	A4,	JIS	B5,	A5,	Legal,	Letter,	Custom	Size	(Width:	100	
to	297	mm,	Length:	148	to	431.8	mm)

Tray	2
SRA3	(320	x	450	mm),	12	x	18"	(305	x	457	mm),	A3,	11	x	17",	JIS	B4,	A4,	
JIS	B5,	A5,	Legal,	Letter,	Custom	Size	(Width:	100	to	320	mm,	Length:	148	
to	457.2	mm)

Bypass	Tray
SRA3	(320	x	450	mm),	12	x	19"	(305	x	483	mm),	12	x	18"	(305	x	457	
mm),	A3,	11	x	17",	JIS	B4,	A4,	JIS	B5,	A5,	Legal,	Letter,	Long	Paper	A	(297	x	
900	mm),	Long	Paper	B	(297	x	1,200	mm),	Custom	Size	(Width:	89	to	320	
mm,	Length:	98	to	1,200	mm)

Optional	Tray

2	Tray	Module:	SRA3	(320	x	450	mm),	12	x	18"	(305	x	457	mm),	A3,	11	x	
17",	JIS	B4,	A4,	JIS	B5,	A5,	Legal,	Letter,	Custom	Size	(Width:	100	to	320	
mm,	Length:	148	to	457.2	mm)
Tandem	Tray	Module:	A4,	JIS	B5,	Letter
High	Capacity	Feeder	B1	/	B2:	A4	LEF,	Letter	LEF,	JIS	B5	LEF
Envelope	Tray	2:	DL	LEF,	ISO-C4,	ISO-C5	LEF,	ISO-C6	LEF,	Commercial	
#10	LEF,	Monarch7.3/4	LEF,	Custom	Size	(Width:	90	to	241	mm,	Length:	
98	to	372	mm)

2	sided	
printing

SRA3	(320	x	450	mm),	12	x	19"	(305	x	483	mm),	12	x	18"	(305	x	457	
mm),	A3,	11	x	17",	JIS	B4,	A4,	JIS	B5,	A5,	Legal,	Letter,	Custom	Size	(Width:	
128	to	320	mm,	Length:	139.7	to	482.6	mm)

Paper	
Weight*4

Standard	Tray 52	to	300	gsm
Bypass	Tray 52	to	300	gsm

Optional	Tray
2	Tray	Module	/	Tandem	Tray	Module:	52	to	300	gsm,	
High	Capacity	Feeder	B1	/	B2:	55	to	216	gsm
Envelope	Tray	2:	75	to	90	gsm	(Envelope),	106	to	220	gsm	(Postcard),	83	
to	105	gsm	(Bond)

2	sided	
printing 52	to	300	gsm

Paper	Tray	
Capacity*5

Standard 520	sheets	x	2-tray	+	Bypass	Tray	90	sheets

Optional

2	Tray	Module:	520	sheets	x	2-tray
Tandem	Tray	Module:	840	sheets	+	1,230	sheets
High	Capacity	Feeder	B1:	2,000	sheets
High	Capacity	Feeder	B2:	2,940	sheets
Envelope	Tray	2:	50	sheets*6

Max 6,140	sheets	[Standard	+	Tandem	Tray	Module	+	High	Capacity	Feeder	B2]

Output	Tray	Capacity*7 Upper	Center:	250	sheets	(A4	LEF)	
Lower	Center:	250	sheets	(A4	LEF)

CPU ARM	A57	Quad	Core-2.0	GHz
Memory	capacity 4	GB	(Max:	4	GB)
Storage	device	capacity*8 3.6	GB,	Optional:	82	GB*9
Page	
Description	
Language

Standard PCL5	/	PCL6,	Adobe®	PostScript®	3TM

Supported	
Operating	
System*10

Standard

[PCL	Driver]
Windows	11	(64	bit),	Windows	10	(32	bit	/	64	bit),	Windows	8.1	(32	bit	
/	64	bit),	Windows	Server	2022	(64	bit),	Windows	Server	2019	(64	bit),	
Windows	Server	2016	(64	bit),	Windows	Server	2012	R2	(64	bit),	Windows	
Server	2012	(64	bit)
[Mac	OS	X	Driver]
macOS	12	/	11	/	10.15	/	10.14	/	10.13
[Adobe®	PostScript®	3TM	Driver]
Windows	11	(64	bit),	Windows	10	(32	bit	/	64	bit),	Windows	8.1	(32	bit	
/	64	bit),	Windows	Server	2022	(64	bit),	Windows	Server	2019	(64	bit),	
Windows	Server	2016	(64	bit),	Windows	Server	2012	R2	(64	bit),	Windows	
Server	2012	(64	bit)
macOS	12	/	11	/	10.15	/	10.14	/	10.13

Interface Standard	 Ethernet	1000BASE-T	/	100BASE-TX	/	10BASE-T,	USB3.0
Optional Wireless	LAN	(IEEE	802.11a	/	b	/	n	/	g	/	ac)

Network	Protocol TCP/IP	(lpd,	IPP,	Port9100,	WSD,	ThinPrint)
Power	Supply*11 AC220-240	V	+/-	10%,	10	A,	50/60	Hz	common

Operating	Noise*12*13 In	Operation:	6.79	B,	51.3	dB	(A)
Ready	Mode:	3.19	B,	14.4	dB	(A)

Maximum	
Power	
Consumption

Max 1,600	W	

Average
Ready	Mode:	74	W
In	Operation:	787	W
Sleep	mode:	0.5	W

Dimensions W	620.0	x	D	720.5	x	H	699.1	mm

Weight 87	kg	(Including	consumables	and	drum)
82	kg	(Excluding	consumables	and	drum)

Note:	WSD	stands	for	Web	Services	on	Devices.
*1:	Embedded	Plug-ins	/	Custom	Services	are	enabled	as	factory	default.	You	can	change	the	settings	if	needed.	*2:	When	
Continuously	Printing	Original.	The	performance	may	be	reduced	depending	on	the	paper	type	and	the	paper	size.	The	speed	
may	be	reduced	due	to	the	image	quality	adjustment.	*3:	When	feeding	from	feeder	tray	of	machine.	Numeric	value	varies	
depending	on	output	environment.	*4:	It	is	recommended	to	use	our	recommended	paper.	Correct	print	output	may	not	
be	possible	depending	on	the	requirement.	*5:	80	gsm	paper.	*6:	When	using	our	designated	paper.	*7:	70	gsm	paper.	*8:	
The	Storage	Device	Capacity	is	not	totally	available	for	customers.	*9:	When	the	optional	Storage	(SSD)	is	installed.	*10:	
Please	refer	to	our	official	website	for	the	latest	supported	OS.	*11:	Power	outlets	that	provide	the	above	power	level	is	
recommended.	Maximum	machine	measured	current:	7.4	A.	*12:	Measured	in	accordance	to	ISO7779.	Unit	B:	Sound	Power	
Level	LWAd,	Unit	dB:	Radiated	Sound	Pressure	Level	LpAm	(bystander	position).	*13:	Main	unit	only.	

Options
Product	Name Product	Code

Stand	2 EC104179

2	Tray	Module	2 EC104182

Tandem	Tray	Module EC104190

High	Capacity	Feeder	B1 QC100223

High	Capacity	Feeder	B2 QC100215

Envelope	Tray	2 EC104198

Long	Paper	Inserter EC104206

Side	Tray EC104843

Data	Overwrite	Kit EC104786

Storage	(SSD) EC104787

Finisher-B4 QC100238

Finisher-B5 QC100206

Booklet	Maker	Unit	for	
Finisher-B EC104194

2/4	Hole	Punch	Module	for	
Finisher-B EC104195

2/3	Hole	Punch	Module	for	
Finisher-B EC104196

Finisher-C4 QC100207

Finisher-C4	2/4	Hole	Punch QC100234

Finisher-C4	2/3	Hole	Punch QC100235

Finisher-C5	2/4	Hole	Punch QC100209

Product	Name Product	Code

Finisher-C5	2/3	Hole	Punch QC100210

Finisher-C4	with	Booklet	Maker QC100208

Finisher-C4	with	Booklet	Maker	
2/4	Hole	Punch QC100236

Finisher-C4	with	Booklet	Maker	
2/3	Hole	Punch QC100237

Finisher-C5	with	Booklet	Maker	
2/4	Hole	Punch QC100211

Finisher-C5	with	Booklet	Maker	
2/3	Hole	Punch QC100212

Transport	Unit	H4 QC100213

Finisher-C	Staple	Unit	65	sheets EC104197

Folder	Unit	CD3 QC100214

Multi-Language	Font	Kit EC104208

TC/SC	Additional	Fonts	Kit EC104791

Secondary	Ethernet	Kit EC104896

Wireless	Network	Kit	2 EC104218

External	Access	Kit EC104792

Feature	Enhance	Kit EC104793

Remote	Authentication	Kit EC104801

Embedded	IC	Card	Reader	B EC104805

Software	/	Product	Manual EC104840

Consumables / Supplies
Product	Name Product	Code Product	Life
Drum	Cartridge	 CT351368 Up	to	70,000	pages*1
Toner	Cartridge	Black	Starter - Up	to	26,000	pages*2
Toner	Cartridge	Cyan	Starter - Up	to	15,000	pages*2
Toner	Cartridge	Magenta	Starter - Up	to	15,000	pages*2
Toner	Cartridge	Yellow	Starter - Up	to	15,000	pages*2
Toner	Cartridge	Black	Standard CT203875 Up	to	26,000	pages*2
Toner	Cartridge	Cyan	Standard CT203876 Up	to	25,000	pages*2
Toner	Cartridge	Magenta	Standard CT203877 Up	to	25,000	pages*2
Toner	Cartridge	Yellow	Standard CT203878 Up	to	25,000	pages*2
Waste	Toner	Container CWAA1051 Up	to	55,000	pages*3
Staple	Types	XE	(2PCS) CWAA0856 5,000	pieces	x	2	boxes.

Staple	Types	XH	(3PCS) CWAA0855
Available	only	for	the	MFD	with	C4	/	C5	
Finisher	Staple	Unit	65	Sheets	(Option).	
5,000	pieces	x	3	boxes.

Staple	Types	XG	(4PCS) CWAA0728 2,000	pieces	x	4	boxes.

*1:		The	number	of	printable	pages	is	a	reference	value	derived	from	the	average	of	3	sheets	printed	in	A4	LEF,	1	sided,	image	
coverage	per	colour	5%,	colour	printing	rate	100%	in	one	setting,	under	continuous	printing	usage	conditions.	The	actual	
number	of	printable	pages	may	vary	to	below	half	the	reference	value,	depending	on	paper	type,	paper	direction,	input/
output	tray	settings,	initialization	operations	upon	powering	ON/OFF	the	device,	tuning	operations	to	maintain	print	quality,	
and	other	such	usage	environment	conditions.	*2:		Published	value	based	on	JIS	X	6932	(ISO/IEC	19798)	standards.	The	
actual	number	of	printable	pages	may	vary	significantly	from	the	published	value,	depending	on	printing	content,	paper	size,	
paper	type,	usage	conditions,	initialization	operations	upon	powering	ON/OFF	the	device,	tuning	operations	to	maintain	print	
quality,	and	other	such	usage	environment	conditions.	*3:		The	number	of	printable	pages	is	a	reference	value	when	printing	
in	A4	LEF,	1	sided,	image	coverage	per	colour	5%,	Colour/Monochrome	rate	60	:	40.	The	actual	number	of	printable	pages	
may	vary	significantly	from	the	reference	value,	depending	on	printing	content,	paper	size,	paper	type,	usage	conditions,	
initialization	operations	upon	powering	ON/OFF	the	device,	tuning	operations	to	maintain	print	quality,	and	other	such	usage	
environment	conditions.

Notes:
1)		To	comply	with	paper	weight	specifications,	it	is	recommended	to	use	our	recommended	paper.
2)	Functional	spare	parts	will	be	available	for	at	least	7	years	after	the	product	is	no	longer	manufactured.

The	information	is	as	of	November,	2022.		PIC-0210	TH	(2210-R1)

123 Suntowers A Building, 23rd-26th Floor, Vibhavadi-Rangsit Road, 
Chomphon, Chatuchak, Bangkok 10900
Tel: 02-660-8000     Fax: 02-617-6748-9     Call Center: 02-660-8400
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