
File format

Number of recorded pixels

Lens

Continuous 
shooting

Auto bracketing

Focus

Still image
Movie

Name Fujinon 4× optical zoom lens
Focal length f=7.1 - 28.4mm,  28 - 112mm (35mm formt equivalent)

Full-aperture F2.0 (Wide) - F2.8 (Telephoto)

Constitution 9 groups 11 lenses (3 aspherical glass molded lenses included)

Digital zoom Intelligent digital zoom approx. 2× (up to 8× when combined with optical zoom)

F2.0 - F11 (Wide), F2.8 - F11 (Telephoto), 1/3EV step (controlled 7-blade aperture diaphragm)Aperture
Normal:          [Wide] Approx. 50cm / 1.6ft. to infinity  [Telephoto] Approx. 80cm / 2.6ft. to infinity
Macro:            [Wide] Approx. 10cm - 3.0m / 3.9in. - 9.8ft.  [Telephoto] Approx. 50cm - 3.0m / 1.6ft. - 9.8ft. 
Super Macro:  Approx. 1.0cm -1.0m / 0.4in. - 3.3ft.  

Focus distance 
(from lens surface)

AUTO1 / AUTO2 / AUTO3 (Control available up to ISO3200), Equivalent to ISO 100 / 200 / 250 / 320 / 400 / 500 / 640 / 800 / 1000 / 1250 / 
1600 / 2000 / 2500 / 3200 / 4000 / 5000 / 6400 / 12800 (Standard Output Sensitivity)

Sensitivity

TTL 256-zone metering, Multi, Spot, AverageExposure control
Programmed AE, Aperture Priority AE, Shutter Priority AE, Manual exposureExposure mode
AUTO, ADVANCED SR AUTO, P, S, A, M, SP1, SP2, Filter, Adv., Panorama
SP: Portrait, Portrait Enhancer, Landscape, Sport, Night, Night (Tripod), Fireworks, Sunset, Snow, Beach, Party, Flower, Text, Underwater

Shooting  modes
Model dial

Exposure compensation -3.0EV - +3.0EV  1/3EV step (movie recording: -2.0EV - +2.0EV)
Face detection Yes
Image Stabilizer Lens shift type

Shutter speed [Auto mode] 1/4sec. to 1/4000sec.※,  [All other modes] 30sec. to 1/4000sec.※,  ※1/4000sec. at small aperture, 1/1000sec. at full aperture  

AE Bracketing: ±1/3EV, ±2/3EV, ±1EV,  Film Simulation Bracketing: (Any 3 type of Film Simulation selectable)
Dynamic Range Bracketing: 100% / 200% / 400%,  ISO Sensitivity Bracketing: ±1/3EV, ±2/3EV, ±1EV,  White Balance Bracketing: ±1, ±2, ±3

Mode Single AF / Continuous AF / MF
Type Intelligent Hybrid AF (TTL contrast AF / TTL phase detection AF), AF assist illuminator available

Top Super High: approx. 12fps (max. 18 frames)  High: approx. 9.0fps (max. 23 frames)  Middle: approx. 6.0fps (max. 46 frames)
Low: approx. 3.0fps (max. 100 frames)  ※Max. number of frames can be shot in JPEG setting

Others [Best Frame capture] Super High: approx. 12fps 8 frames  High: approx. 9.0fps 8 frames  Middle: approx. 6.0fps 8 frames  
Low: approx. 3.0fps 8 frames  ※Max. number of frames can be shot in JPEG setting

AF frame selection Multi, Area, Tracking

L :  [ 4:3 ] 4000 × 3000  [ 3:2 ] 4000 × 2664  [ 16:9 ] 4000 × 2248  [ 1:1 ] 2992 × 2992
M:  [ 4:3 ] 2816 × 2112  [ 3:2 ] 2816 × 1864  [ 16:9 ] 2816 × 1584  [ 1:1 ] 2112 × 2112
S :  [ 4:3 ] 2048 × 1536  [ 3:2 ] 2048 × 1360  [ 16:9 ] 1920 × 1080  [ 1:1 ] 1536 × 1536
Motion Panorama
[ 360°]  Vertical: 11520 × 1624   Horizontal: 11520 × 1080
[ 180°]  Vertical:   5760 × 1624   Horizontal:   5760 × 1080
[ 120°]  Vertical:   3840 × 1624   Horizontal:   3840 × 1080

White balance Automatic scene recognition / Preset: Fine, Shade, Fluorescent light (Daylight), Fluorescent light (Warm White), 
Fluorescent light (Cool White), Incandescent light, Underwater, Custom, Color temperature selection

Self-timer 10sec. / 2sec. delay
YES  
Setting: Interval, Number of shots, Starting time

Interval timer shooting

Model name FUJIFILM X30
Number of effective pixels 12.0 million pixels
Image sensor 2/3-inch X-Trans CMOS Ⅱ with primary color filter
Storage media Internal memory (approx. 55MB) / SD / SDHC / SDXC (UHS-I) memory card*1

JPEG (Exif Ver. 2.3*2), RAW (RAF format), RAW+JPEG (Design rule for Camera File system compliant / DPOF-compatible)

MOV (H.264, Audio: Linear PCM / stereo sound) 

*1  Please see the Fujifilm website to check memory card compatibility.

*2  Exif 2.3 is a digital camera file format that contains a variety of shooting information for optimal printing.

*3  Approximate number of frames / period that can be taken with a fully-charged battery based on CIPA standard.

*4  Please refer the on-line manual to know further details. URL: http://fujifilm-dsc.com/manuals/

*5  Lens hood LH-X10 required.

http://fujifilm-x.com/x30/
To ensure correct usage, read owner's manual carefully before using your equipment.
All photos, illustrations, drawings and other images in this brochure are intended for illustrative purposes only.

SDXC logo is a trademark. All other trademarks are the property of their respective holders.
SILKYPIX® is a registered trademark of Ichikawa Soft Laboratory Co., Ltd. in Japan.
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X30 Specifications

Specifications are subject to change without notice

For more information, please visit our website
http://www.fujifilm.com/products/digital_cameras/index.html

Flash

Flash modes

Manual pop-up flash (Super Intelligent Flash)
Effective range (ISO AUTO):  [Wide] Approx. 30cm - 7.0m / 11.7in. - 22.9ft.  [Telephoto] Approx. 50cm - 5.0m / 1.6ft. - 16.4ft.   

Red-eye Removal OFF:  Auto, Forced Flash, Slow Synchro., Commander, Suppressed Flash
Red-eye Removal ON:  Red-eye Reduction Auto, Red-eye Reduction & Forced Flash, Red-eye Reduction & Slow Synchro., Commander, Suppressed Flash

PROVIA / STANDARD, Velvia / VIVID, ASTIA / SOFT, CLASSIC CHROME, PRO Neg Hi, PRO Neg. Std, MONOCHROME, 
MONOCHROME+Ye FILTER, MONOCHROME+R FILTER, MONOCHROME+G FILTER, SEPIA

Wireless 
transmitter

Standard IEEE 802.11b / g / n (standard wireless protocol)

Access mode Infrastructure

Electronic Viewfinder

Photography  functions

Film Simulation

Terminal

Face Detection, Auto Red-eye Removal, Multi-frame playback (with micro thumbnail), Protect, Crop, Resize, Slide show, Image rotate, 
Histogram display, Exposure warning, Photobook assist, Image search, Favorites, Mark for upload, Panorama, Erase Selected Frames, 
RAW Conversion

0.39-in., approx.2,360K-dot OLED color viewfinder Coverage of viewing area vs. capturing area: approx. 100%
Eye point: approx. 17.5mm (from the rear end of the camera's eyepiece)  Diopter adjustment: -4m-1 to +2m-1  
Magnification: 0.65× with 50mm (35mm format equivalent) at infinity and diopter set to -1.0 m-1

Diagonal angle of view: approx. 31° (Horizontal angle of view: approx. 25°)  
Built-in eye sensor

Wireless function Geotagging / Wireless communication (Image transfer) / View & Obtain Images / Remote camera shooting / Instax printer print / PC Autosave

0 - 40°C (+32°F - +104°F)

10 - 80% (no condensation)

Li-ion battery NP-95, AC power adapter AC-5VT, Plug Adapter, Shoulder strap, Lens cap, Metal strap clip, Protective cover, 
Clip attaching tool, USB cable, Owner's Manual (Basic Operations)*4

LCD monitor 3.0-inch, aspect ratio 3:2, approx. 920K-dot, Tilt type color LCD monitor (approx. 100% coverage)

1920 × 1080 pixels (60fps, 50fps, 30fps, 25fps, 24fps) Continuous recording: up to approx. 14min.
1280 × 720 pixels (60fps, 50fps, 30fps, 25fps, 24fps) Continuous recording: up to approx. 27min. 
640 × 480 pixels (30fps, 25fps) with stereo sound, Optical zoom (manual) can be used.
※Use a card with SD Speed Class with                  or higher.

Dynamic range AUTO (100% - 400%) / 100% / 200% / 400%
Advanced filter Toy camera / Miniature / Pop color / High-key / Low-key / Dynamic tone / Partial color / Soft focus

Operating Temperature 

Operating Humidity
Guide to the number of available 
frames for battery operation*3

Accessories included

approx. 470 frames (LCD: ON, AUTO mode)

Power supply NP-95 Li-ion battery (included)

Dimensions 118.7 (W) × 71.6 (H) × 60.3 (D) mm / 4.7 (W) × 2.8 (H) × 2.4 (D) in. 
Weight Approx. 423g / 14.9oz. (including battery and memory card),  Approx. 383g / 13.5oz. (excluding battery and memory card)

Digital interface USB2.0 (High-Speed) / micro USB terminal ※connectable with Remote Release RR-90 (sold separately)

HDMI output HDMI Micro connector (Type D)

Audio input Microphone / shutter release input: φ2.5mm, stereo mini connector

Playback functions

ADVANCED SR AUTO, High Speed Movie (80 / 150 / 250fps.), Face Detection, Auto Red-eye Removal, Color, Sharpness, Highlight Tone, 
Shadow Tone, Noise Reduction, Dynamic Range, Adv. mode (Pro focus, Pro low light, Multiple Exposure), Motion panorama360, 
Electronic level, Histogram display, Framing guideline, Frame No. memory, Advanced Anti Blur, Pre-AF, Focus check, Focus peak highlight, 
Rlease/Focus priority, Instant AF setting (AF-S / AF-C), Interlock spot AE & focus area, Control ring setting, Edit/Save quick menu, 
Function (Fn) setting

Li-ion battery NP-95, Battery charger BC-65N, Lens hood LH-X10, Lens Hood and Protector Filter LHF-X20, Protector filter PRF-52,*5 
Leather case LC-X30, Shoe Mount Flash EF-42 / EF-20 / EF-X20, Stereo microphone MIC-ST1, Remote Release RR-90

Optional accessories

Other functions PictBridge, Exif Print, 35 Languages, Time difference, Shutter sound, Silent mode, Quick start Mode, Power management, 
Preview exp. in manual mode, Monitor sunlight mode, EVF brightness, EVF color, LCD brightness, LCD color, Preview pic. effect, 
DISP. custom setting

Movie recording

Hot shoe YES (dedicated TTL Flash compatible)



�e joy of shooting is back
Heralding Fujifilm's the third-generation of large-sensored premium compacts, 

the new X30 has evolved from the innovative technologies of the best-selling X10 and X20 cameras. 

As well as its high-quality CMOS sensor, the X30 includes an impressive real-time viewfinder and film simulation modes, 

which draw on Fujifilm's unique history to create rich colors and smooth tones. 

And, as any serious photographer would expect, its array of manual functions make it a joy to handle, 

making every shot a pleasure. 



Elec t ronic  V iew F inder

X30 EVF

X20 OVF

Entry-level D-SLR

Ver tical PositionX30's electronic view�nder

The fastest, largest and highest resolving 
electronic viewfinder in its class*1 connects you 
to the subject and brings back the thrill of photography

Electronic viewfinder 
with high quality dedicated lens

The X30's 2.36 million dot OLED viewfinder provides such a luxuriously seamless 
view that you'll fast  forget it's not a traditional optical type. Making its wide, 
clear and bright perspective possible is a special high-precision four-element lens 
and compared to the Fujifilm X20, with its optical viewfinder, magnification 
has risen to 0.65×*2 now giving complete, 100% coverage, letting you compose 
with confidence.

Surpassing optical versions, the X30's high-resolution real-time organic EL viewfinder 

offers an unrivalled view of the world. 

Clear, vivid and richly detaied thanks to its 2.36 million dot resolution, 

dedicated lens and adjustable controls, composition is flawless even in sunny conditions. 

The brightness automatically adjusts to the scene or can be set manually, 

allowing a range of shots only possible when shooting with a viewfinder. 

It all adds up to a view that will take purists back to the basic joy of shooting. 

*1  *1 Fujifilm research as of August 2014. Compared with other compact zoom digital cameras, being 500g or lighter in weight. 

*2  Market leading viewfinder magnification ratio. 0.65× with 50mm (35mm format equivalent ) at infinity and diopter set to -1.0m-1.  *3  Fujifilm research as of August 2014.

Real-time viewfinder with the world's shortest 
display time lag of 0.005 seconds*3

With a display lag time of just 0.005 seconds, the X30's real-time viewfinder is almost 
indistinguishable from an optical version. This means you can concentrate on the scene, 
distraction free, and follow moving subjects with ease. The Graphical User Interface 
included in the viewfinder can be positioned outside of the display for the clearest 
possible view and the image rotates smoothly 
when rotated to a vertical or horizontal shooting 
position. It all adds up to the best-possible view.



F i lm Simulat ionF i lm Simulat ion

F8.0 1/3000sec. ISO320  CLASSIC CHROME

PROV I A  / Standard

A S T I A  / Sof t

Ve l v ia  / Vivid

Perfect your color photos 
with Film Simulation mode

With 80 years of expertise in film development, Fujifilm is passionate 

about color, and the result can be clearly seen in the X30's evolved 

Film Simulation settings. Allowing you to create brilliant images 

without the need for lengthy post-production, users can switch 

between beautiful styles just as easily as choosing a roll of film. 

The expanded range of modes now includes Classic Chrome, which 

was developed to meet the demands of Fujifilm X-Photographers 

worldwide.

SepiaCL A S S IC CHROME Monochrome
(+Ye/R/G Filter)

PRO Neg.Std PRO Neg.Hi



Design
Classically strong design encases advanced functions

To accommodate its real-time viewfinder, dual control ring and high-capacity battery, the X30 has undergone a radical redesign. 

The X20 has been updated to a body with a solid, functional beauty. 

The larger handgrip, which improves handling and helps users compose through the viewfinder, 

is complemented by a tiltable LCD monitor and an upper control deck with a classic design. 

The camera's footprint is compact and sturdy thanks to its magnesium body, metal dials and lens barrel.



F2.0 1/125sec. ISO200  PROVIA

Lens Modulation 
Optimizer ON

Lens Modulation 
Optimizer OFF

Three pillars that support the distinguished performance of the X30

Fujinon lens delivers 
unrivalled image quality

Bright F2.0-F2.8 FUJINON 
4× Manual Optical Zoom Lens

Focused on bringing you the ultimate image quality
2/3-inch 12M X-Trans CMOS II Sensor
At the heart of the X series' state-of-the-art models is the X-Trans 
CMOS II sensor, which has been optimised for unrivalled 
performance at its 2/3-inch size. Phase detection pixels have 
been incorporated without lowering sensitivity using back-side 
illumination, and allowing high-speed AF to be realized.

Speed and responsiveness come from the 
synergy between sensor and processor
As well as improving image quality, the X30's EXR Processor II 
allows high-speed camera operation. Working in the most 
efficient way with the camera's sensor, speed of shooting is 
improved along with start-up time, shutter lag, and AF 
performance.

*1  35mm format equivalent.  *2  Fujifilm research as of August 2014. Compared with other digital cameras equipped with 2/3-inch sensor or larger, based on CIPA standards, and conducted in High Performance mode.  *3  Quick Start and High Performance mode.

Sensor resolution is maximised 
for incredible image quality and detail

World's fastest*2 High-speed 
autofocus, high-speed response

Focus Peak Highlight function

1cm Super Macro for close-ups 
with a soft "bokeh" effect
Beautifully smooth bokeh is delivered by the Fujinon lens's fast 
maximum aperture and seven bladed design, highlighting the subject in 
both 1cm Macro mode and when shooting portraits at the telephoto 
end of the 4x zoom. When focusing manually, the Focus Peak Highlight 
mode helps bring the desired area quickly and accurately into focus.

Optical low-pass filter is removed and Lens 
Modulation Optimizer added for high-resolution shots
The X-Trans sensor's unique pixel array removes the need for an 
optical low-pass filter and grants resolution equal to larger sensors. 
Combined with the processor's Lens Modulation Optimizer, 
which corrects any diffraction when the aperture is stopped down, 
a superb level of detail is achieved in every shot.

High-speed 12fps Continuous Shooting

The combination of the processing speed of the EXR Processor II 
and fast readout speed of the X-Trans CMOS II sensor enables 
high-speed 12fps continuous shooting at full 12-Megapixels 
resolution. This is particularly useful when shooting moving 
subjects and later selecting the best shot.

2/3-inch 12M X-Trans CMOS II Sensor

1/1.7-inch Image Sensor

1/2.3-inch 
Image SensorL/R Light 

Interception 
Filter

Phase Detection Sensor/
Green Filter Pixel

Microlenses X-Trans Color Filter

Photodiode

Photography interval

sec.0.3
Shutter time lag

sec.0.01

AF fastest

sec.0.06 *2

Start-up time

sec.0.5 *3

All-Grass 9-Groups 11-Elements con�guration

O.I.S. SYSTEM

The lens features superb F2.0-2.8 brightness and a 4x optical 
zoom that promises high-resolution optical performance across 
the entire range from 28mm*1 wide angle to 112mm*1 telephoto. 
From the aspherical and ED lenses to high-refractive index lens, every 
element in the design is made from high-performance optical glass.



F4.0 1/950sec. ISO 100  PROVIA F5.6 1/850sec. ISO 100  CLASSIC CHROME

Control Ring

The exceptional definition 
of Full HD 60fps Movie 
Shooting

Remote shooting from 
your smartphone and tablet 
and easy wireless transfer

Interval Timer shooting 
lets you see the passage 
of time

On-the-spot instax 
share printing

Thanks to improvements in battery 
performance, the X30 can shoot up the 
470 photos* and can also be charged via 
a USB connection, so there's no need to 
worry about running out of power on a shoot.

Set the starting time, the shooting interval 
(1 sec. to 24 hr.) and finally the number of 
frames (1-999), and the X30 does the rest, 
allowing you to discover the unique world 
of time-lapse photography.

Install the FUJIFILM Camera Remote app 
on a smartphone or tablet for full remote 
shooting, then transfer images for 
sharing at the touch of a button.

You can easily send X30's great quality 
photos directly to the instax SHARE 
Smartphone Printer SP-1 for prints of 
your family, friends, pets and more.

With a headline 1920x1080, 60fps Full 
HD video mode, the X30 can also 
shoot movies using Film Simulation 
modes. Users can also choose one of 
the 5 frame rates.

Take approximately 470 
photos* on a single charge

The X30's high-capacity battery keeps you shooting longer

The X30's LCD offers a bright view even in strong daylight 
thanks to its high contrast output. At 3-inches in size and with 
a 920K-dot resolution, composition and image review is crisp 
and clear, while the tilting action lets you shoot from high and 
low angles with ease. Complementing this are framing guidelines 
and an electronic level to keep pictures on the straight and narrow.

Large, high-resolution, tiltable LCD 
allows shooting from any angle

Frequently accessed settings can be 
reached in an instant, thanks to the six 
customisable Function buttons on the X30. 
These are augmented by the Q button which 
brings up a user-defined menu of further 
settings to speed up shooting.

Shoot your way with six Function buttons 
and the Q Menu

Intuitive handling and refined operation make the X30 a true photographer's tool

Thanks to the new control ring, which automatically determines the most appropriate settings for the chosen 
shooting mode, functions like aperture, shutter speed and more can be quickly chosen without taking your eye 
from the viewfinder. This is complemented by the manual zoom ring, and physical dials which have become a 
hallmark of the X series.

Instinctive control ring speeds up shooting

When standard mode is selected

In Advanced Filter mode, the control 
ring lets users choose from 8 types of 
filter which add an artistic style to 
photos.

Advanced Filter

In Advanced mode, the control ring 
cycles through a section of creative 
shooting effects including Multiple 
Exposure, Pro Low-light and more. 

Advanced mode

Aperture is changed during aperture 
priority AE, and shutter speed is 
changed during shutter priority AE.

Aperture / Shutter speed

An automatic combination of aperture 
and shutter speed can be adjusted in 
Program mode.

Program shift

In Scene Position, users can move 
through 14 different settings, 
optimised for portraits, sports, night, 
fireworks and so on.

Scene position

Used during SR+/Auto. PROVIA, 
Velvia, ASTIA, CLASSIC CHROME and 
other color reproduction styles unique 
to popular films can be selected.

Film Simulation

When Focus mode is set to manual

In Manual focus mode, the control ringis used 
for focusing.

Manual focus

The dual control ring and on-body dials mean 
you're within instant touch of vital settings

High angle Low angle

*  Approximate number of frames / period that can be taken with a fully-charged battery based on CIPA standard.



High Key

Pop Color

Low Key

Toy Camera

Dynamic Tone

Miniature

Soft Focus

Partial Color

Advanced Filters. 
Artistic photography 
made fun and simple

Perfectly in keeping with the X30's design, this case 
offers enhanced protection and an improved grip. 
Smooth operation is unaffected as the battery can be 
changed without removing the case from the body.

"Quick Shot" Leather Case

Three external flash models are available for the X30.
EF-X20 (GN20/ISO100∙m), EF-20 (GN20/ISO100∙m), 
and EF-42 (GN42/ISO100∙m).

Special TTL Flash

Offered in black and silver and with a machined finish 
that befits the X30, a metal protective filter and lens 
hood can be added for further protection. 

Lens Hood, Hood Cap and 
Special Protector Filter 3 pc. Set

Adapter ring and lens hood set, which 
allows the use of the 52mm-diameter 
filter. The hood has a classical slit.

Bespoke Lens Hood 
(w/ Adapter Ring)

Attached to the body, the MIC-ST1 provides 
clear, stereo sound for video work. The mic 
level can be set between four levels, and 
the meter helps prevent clipping.

External Stereo Microphone

"Toy Camera" create shaded borders 
as if you were taking a photo on a toy 
camera. "Pop Color" emphasizes 
contrast and color saturation. 
Featuring a choice 8 artistic effects, 
Advanced Filters make it easy to 
transform your photo into a work of art. 
Before you press the shutter, you can 
preview the effect on the LCD monitor.

ISO settings can be selected from ISO100 
to 12800 at full 12 megapixel resolution. 
In Auto ISO mode, for which three types 
can be set, the automatic ISO range can 
be restricted as well as the shutter speed.

The X30's highest sensitivity 
setting of ISO12800 enables 
hand-held shooting at night time

Automatically delivering the ideal amount of flash for 
every scene, the X30 clearly and brightly captures faces 
even under strong backlit or dark conditions. Also when 
shooting macro shots dim lighting, this smart flash 
prevents the washout of the subject and background.

Complete with Super Intelligent Flash 
that adapts to the shooting 
conditions

Shoot one photo, then seamlessly merge it 
with another via the Multiple Exposure mode, 
for an expressive and artistic look. Composing 
the second frame is easy as it can be shot 
while displaying the first on screen.

Get creative with multiple 
exposures

Just sweep the camera right-left or up-down to shoot giant panoramas 
up to 360°. When you view the panorama playing back on your camera 
or personal computer, you can enjoy a seamless panorama image with 
both ends stitched together to create a cylinder view.

Dynamic 360º panoramas

LC-X30  NEW  EF-X20 / EF-42 / EF-20 LHF-X20 LH-X10 MIC-ST1

Shooting function that brings joy back to your photography

Accessories that help you expand your shooting style

Filter only

(sold separetely ) 

Flash Electronic view�nder (EVF)

Strap eyelet

Focus mode selector

Selector /
function buttons

AEL / AFL 
(autoexposure / autofocus lock) 
button

Q (quick menu) button / 
RAW conversion button 
(playback mode)

DISP (display) / BACK button

LCD monitor

Eye sensor

Command dial

Lens

AF-assist illuminator / Self-timer lamp

Control ring options button

Microphone (L/R)

Zoom ring
(ON/OFF switch)Control ring Shutter button

Movie-record button 
(function button 1)

Fn button (function button 6) / 
Wi-Fi button (playback mode)

Exposure 
compensation dialMode dialHot shoe

Diopter adjustment control

Playback button

VIEW MODE button

DRIVE button / Delete button (playback mode)

Flash pop-up
 switch

Function buttons, dials and rings

X30 SYSTEM

EF-X20 EF-20 EF-42

IMAGE MANAGEMENT 
AND PROCESSING SOFTWARE

MyFinePix Studio
 Download URL

http://fuji�lm-dsc.com/mfs/
RAW FILE CONVERTER EX powered by SILKYPIX
(RAW IMAGE CONVERSION APPLICATION)
 Download URL

http://fuji�lm-dsc.com/rfc/

MIC-ST1

STEREO MICROPHONE

RR-90

REMOTE RELEASE

LH-X10PRF-52LHF-X20 (Black/Silver)

LEATHER CASE POWER ACCESSORIES

BATTEY
NP-95

(INCLUDED W /CAMERA)

AC POWER 
ADAPTER

AC-5VT
(INCLUDED W /CAMERA)

BATTERY
CHARGER

BC-65N

HDMI MICRO CABLE
(COMMERCIALLY SOLD)

USB CABLE
(INCLUDED W /CAMERA)

TV MONITOR

PICTBRIDGE-COMPATIBLE
PRINTER

FILTER / LENS HOOD / HOOD CAP FILTER / LENS HOOD

LC-X30

SHOE MOUNT FLASHES

USB CABLE
(INCLUDED W /CAMERA)

PERSONAL
COMPUTER




