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Fujifilm's instant photo system enriches your daily life.
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Cute, colourful and compact, 
this instant camera will 
always be by your side.
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SPECIFICATIONS

Color

* Specifications above are subject to 
change for improvement.

Instant Film

Shooting 
range / 
Focusing 
range

Shutter

Exposure 
control

Flash

Power Supply

Dimensions 
& Weight

FUJIFILM Instant Film 
“instax mini”

0.6 m - ∞

Shutter speed: 1/60 sec.

Manual switching system 
(LED indicator in 
exposure meter)

Constant firing flash 
(automatic light adjustment)
Recycle time: 0.2 sec. to 6 sec. 
(when using new batteries), 
Effective flash range: 
0.6 m - 2.7 m

LR6/AA-size 1.5V alkaline 
batteries x 2
Capacity: 10 film packs 
(based on our test conditions)

116 x 118.3 x 68.2 mm / 307 g
(without batteries, 
strap and film pack)

Flamingo Pink

Cobalt Blue

Smokey White

Ice Blue

Lime Green

You can check 
your framing with the mirror 
next to the lens.

Enjoy 
taking selfies!

Selfie
Mirror

* Simulated image

Close-up lens 
attachment
Enables close-up 
shooting up to 
35 cm away.

Setting the brightness 
adjustment dial to the 
high-key mode mark 
allows you to take pictures 
with a softer impression. 

High-key mode
Easy operation 
high-key photos.
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Everyone’s favorite 
Hello Kitty is 

now an instax mini!
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SPECIFICATIONS

* Specifications above are subject to 
change for improvement.

Instant Film

Shooting 
range / 
Focusing 
range

Shutter

Exposure 
control

Flash

Power Supply

Dimensions 
& Weight

FUJIFILM Instant Film 
“instax mini”

0.6 m - ∞

Shutter speed: 1/60 sec.

Manual switching system 
(LED indicator in 
exposure meter)

Constant firing flash 
(automatic light adjustment)
Recycle time: 0.2 sec. to 6 sec. 
(when using new batteries), 
Effective flash range: 
0.6 m - 2.7 m

LR6/AA-size 1.5V alkaline 
batteries x 2
Capacity: 10 film packs 
(based on our test conditions)

169 x 145 x 69 mm / 395 g 
(without batteries, strap, 
Close-up lens and film pack)

Package

Special film

Stickers Shoulder strap

Close-up lens

Includes limited edition Hello Kitty accessories!
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This awesome compact 
instant camera is jam-packed with 

fantastic must-try features. 
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SPECIFICATIONS

Color

* Specifications above are subject to 
change for improvement.

Instant Film

Shooting 
range / 
Focusing 
range

Shutter

Exposure 
control

Flash

Power 
Supply

Dimensions 
& Weight

FUJIFILM Instant Film 
“instax mini”

Motor-driven 3-range switching, 
0.3 m - ∞ 
(macro mode: 0.3 m - 0.6 m, 
Normal Mode: 0.6 m - 3 m, 
Landscape Mode: 3m - ∞)

Programmed electronic 
shutter release, Shutter speed: 
1/2 sec - 1/400 sec.

Automatic, Interlocking range 
(ISO 800) : LV 5 - LV 15.5, 
Exposure compensation 
(Hi-Key): +2/3 EV

Built-in, Automatic electronic 
flash, Charging time: 
0.2 sec - 7 sec 
(using a new battery), 
Flash charging indicator, 
Fill-in Flash Mode, 
Effective flash lamp range: 
0.3 m - 2.7 m

CR2/DL CR2 lithium 
batteries x 2, 
Capacity: 40 film packs 
(based on our test conditions)

99.2 x 113.7 x 53.2 mm / 281 g 
(without battery, strap, 
and film pack)

Passion Red

Stardust Gold

Midnight BlackCanary Yellow

Moon White

Island Blue

Selfie Automatic exposure control 

Using Selfie Mode 
provides 
the appropriate 
brightness and 
shooting distance 
for self portraits.

You can check your framing
 with the mirror next to the lens.

The high-performance flash 
automatically calculates surrounding brightness and 
adjusts shutter speed 
accordingly — no need for any special settings!!

Enjoy taking selfies with Selfie Mode 
and the Self-Portrait Mirror!
No more mistakes!!

Selfie
Mirror

Selfie
Mode

Normal Mode

Hi-key Mode

Normal Mode

Hi-key Mode

Hi-key mode
Using the Hi-key mode, you can 
capture bright beautiful skin tones.

Normal Mode Landscape Mode

Landscape mode
Take sharp scenery photos using "Landscape 
Mode". Choose "Landscape Mode" when you 
are more than 3 meters from the subject.

Macro ModeNormal Mode

Macro mode
When shooting something close by, 
use "Macro Mode". It gives clear 
photos in a 30 to 60 cm range.

Other useful
features
• Self timer mode 
    (1 frame/2 frames 
    continuous shooting)
• Fill-in Flash
• Tripod socket

The mini 70 captures 
bright backgrounds 
as well as bright 
subjects 
even in dark scenes.

e 

e 
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The latest feature-rich instant image 
tech with stylish yet classic good looks. 
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SPECIFICATIONS

* Specifications above are subject to 
change for improvement.

Instant Film

Shooting 
range / 
Focusing 
range

Shutter

Exposure 
control

Flash

Power 
Supply

Dimensions 
& Weight

FUJIFILM Instant Film 
“instax mini”

Motor-driven 3-range switching, 
0.3m - ∞ 
(macro mode: 0.3 m - 0.6 m, 
Normal Mode: 0.6 m - 3 m, 
Landscape Mode: 3m - ∞)

Programmed electronic 
shutter release, 
Shutter speed: 1.8-1/400 sec. 
(macro mode: aperture 
automatically fixed at F22, 
bulb mode: maximum 10-second 
shutter open time)

Automatic, LV 5.0-LV 15.5 (ISO800), 
Exposure compensation
(Lighten-Darken Control): 
±2/3 EV, +1 EV

Built - in, Automatic 
electronic flash, 
forced firing mode, flash off mode, 
red eye reduction mode,
Effective flash range: 
0.3 m - 2.7 m

NP-45S lithium-ion battery. 
Capacity: 10 film packs 
(based on our test conditions)

113.4 x 91.9 x 57.2 mm / 296 g 
(without battery, strap, 
and film pack)

Color

Black Brown

Shooting modes making instax more fun
Bulb exposure mode
In bulb exposure mode, the shutter remains open (up to 
10 seconds) while the shutter button is depressed, 
enabling photo capture that shows attractive night views 
and light streaks. You can take expressive photos, 
with more fun added to instax photography.

A variety of functions that enhance 
image quality and expand photo possibilities

High performance flash
The high performance flash emits the ideal 
amount of the light finely adjusted for the 
distance to the subject and ambient brightness, 
helping to optimize the exposure.

Kids mode
This mode is helpful to capture fast moving 
subjects like children and animals.

Landscape mode
It is best suited to target a distant 
subject (3m to ∞).

[ Battery ]
A rechargeable battery is used. You can shoot up to 100 
sheets of film. (based on our test conditions)

Double exposure mode
By selecting the double exposure mode and 
pressing the shutter button twice, you can 
superimpose two different images in one frame to 
create an artistic photo. Show your creativity with a 
unique photo.

Normal mode Party modeNormal mode Party mode

Normal (N)

Brighter (L+)Bright (L) Dark (D)

* Close-up from 30cm to 60cm is possible.

Macro mode
The newly 
equipped macro 
mode lets you 
enjoy stunning 
close-up 
photography.

Brightness control
You can add a low-key or high-key effect by controlling 
the brightness of photos.

[ MODE dial ]
By rotating the dial around the lens, you can switch modes 
and functions while looking through the viewfinder.

Improved usability

Party mode
The party mode 
enables the 
background as well 
as the subject to be 
captured brightly.

p

ews 
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Set memories free from 
your smartphone
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SPECIFICATIONS

* Specifications above are subject to
change for improvement.

Recording 
method
Film

Photo 
capacity
Image size

Supported 
image size
Printing 
resolution
Printing levels
Interface

Supported 
image format
Printing time 
Image
Approximate 
printing 
capacity

Power supply
Charging time

Power 
consumption
Operating 
temperature
Dimensions

Weight

Supplied 
accessory

3-color exposure with OLED

FUJIFILM Instant Film 
“instax mini” 
10 prints/pack

46 mm x 62 mm

600 x 800 dots

12.5 dots/mm
 (318 dpi, 80 μm dot pitch)
256 levels per color (RGB)
Standard compliance: 
IEEE802.11b/g                              
Operation frequency: 2.4 GHz 
(5 GHz is not supported.)
JPEG, PNG

Image Recording - photo output 
(Feed out) Approx. 10 sec.
Approx. 100 prints 
(Based on our test conditions)
Varies depending on the 
conditions of use.         
NP-45S
Approx. 90 minutes 
(Varies depending on battery 
remaining level)
2W

+5°C to +40°C/+41°F to +104°F 
(no condensation)
89.5 mm × 131.8 mm × 40 mm 
(excluding projections) 
250 g 
(without battery and film pack)
Micro USB cable

Silver Gold

Color

Image transfer Print out 10 secondsmage transferIm

A new laser exposure 
system achieves a faster 
printing time of 10 
seconds from print data 
transfer to print output. At 
the same time, printing 
noise is lower which 
makes your printing 
experience much more 
enjoyable.

High-speed printing
High-speed printing in 10 seconds

High resolution with print pixels of 800 x 600 dots and of 320 dpi shows detailed gradations and 
the face expressions of a full-length portrait, characters, materials, etc. clearly.

High definition & high image quality ideal for photos
Superb image quality

Other features

instax technology excels in color development and preservation.

High 
luminance LED 
indicating the 
film and 
battery status.

Reprint button 
allow you to 
share the 
same print with 
others.

Equipped with 
a rechargeable 
battery to 
charge via 
micro USB 
port.

The instax system develops colors by delivering the light to pigments and producing chemical reactions. It 
reduces the deterioration of color and sharpness caused by aging which proves excellent image stability just 
like silver-halide photographic prints.

SHARE app expands new ways to enjoy instax prints.

Filters for more printing fun!

Various templates available

black & white sepia
before after

Split Collage

normalbrightness contrast
beforebeforebefore afterafterafter

2 imagesSplit one image into two 3 images 4 images

Color filterCustom Filter Fujifilm intelligence filter

Real Time Limited Edition

SP-2 SP-2

SNS (for Instagram & Facebook)

Square (Image only/text & image/Seasonal)

New Features for the SHARE app

New user interface 
and function for 
better usability

Free

iPhones

Android™ phones

Editing functions

Operating environment
•Android™ phones: Installed 
with Android Ver. 4.0.3 or later 
and Google Play. 

•iPhones: Installed with iOS 
Ver. 8.0 or later.  Some types 
of phones satisfying the above 
conditions may not be 
compatible with instax SHARE 
even if the app is installed.

Access instax SHARE 
website for the latest 
information on system 
requirements.

•Apple and Apple logo are trademarks of Apple Inc., registered in the U.S. and other countries. App Store is a 
service mark of Apple Inc.  •Google Play and Google Play logo are trademarks of Google Inc. •Facebook and 
Facebook logo are trademarks or registered trademarks of Facebook Inc.  •Instagram is a trademark or a 
registered trademark of Instagram, Inc.  

SP-1 SP-1

Search“instax SHARE”App!
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Real life, beautifully squared.
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SPECIFICATIONS

Color

Film

Picture Size

Lens

Viewfinder

Focusing

Shutter Release

Exposure Control

Film Feeding Out

Film Developing Time

Flash

Self-Timer

LED Display

Power Supply

Others

Dimensions & Weight

Accessories

FUJIFILM Instant Film “instax SQUARE” 

62 mm x 62 mm/2.4 in.×2.4 in.

Retractable lens, 2 components, 2 elements, 
f = 65.75 mm, 1:12.6

Inverted Galilean finder, 0.4 x, with target spot

Motor-driven 3-range switching (0.3 m - 
0.5 m/1 ft. - 1.6 ft., 0.5 m - 2 m/1.6 ft - 6.6 ft., 
2 m/6.6 ft. and beyond), Macro Mode (0.3 m - 
0.5 m/1 ft. - 1.6 ft.) Normal Mode (0.5 m - 
2 m/1.6 ft - 6.6 ft.) Landscape Mode (2 m/6.6 ft 
and beyond)

Programmed electronic shutter release, 1.6 
sec - 1/400 sec.

Automatic, Interlocking range (ISO 800) : LV 5 
- LV 15.5, Exposure compensation: ±2/3 EV

Automatic

Approximately 90 seconds (Varies depending 
on the ambient temperature)

In Macro mode: Built-in, automatic electronic 
flash
In a mode other than Macro mode: Flash on 
(unless you use “Flash off Mode”)
Charging time: 0.2 sec - 7 sec (using a new 
battery), Flash charging indicator, 
Effective flash lamp range: 0.3 m - 2.7 m/1 ft. - 
8.9 ft.

Electronically controlled, approx. 10 second 
delay, Can be stopped mid-run

Shooting mode (Auto, Selfie, Macro, 
Landscape, Double exposure), Brightness 
adjustment, Flash suppressing, Self timer 
Mode

Two CR2/DL CR2 lithium batteries
Capacity: Approximately 30 instax SQUARE 
10-pack film packs with 
new CR2/DL CR2 lithium batteries

Film pack confirmation window, tripod socket 
(tripod sold separately)

118.7 mm x 128.1 mm x 58.1 mm/4.7 in. × 5.0 
in. × 2.3 in. (not including protrusions)/
393 g/13.9 oz. (without battery, strap, and film 
pack)

Two CR2/DL CR2 lithium batteries, Shoulder 
strap, Three strobe color flash filters

* Specifications are subject to change for improvement.

Pearl WhiteBlush Gold Graphite GrayRuby Red

NEW

Aqua Blue

NEW

With square format, there's no need to waste a precious moment 
deciding whether to capture it in portrait or landscape - just pick up 
the camera and snap. And at 1.5 times the size of instax mini 
prints, there's plenty of room to set the scene.

Square format Functions

Stylish design

Light

Automatic Exposure Control

Normal

Selfie Mode & Selfie Mirror

Macro Mode

Light / Dark Mode

This function allows 
you to capture 
subjects from a 
close range of 
30cm-50cm.

Control the brightness of your photo and 
add a low-key or high-key effect.

You can check the capture area of your 
selfie in a mirror next to the lens. 
Selfie Mode 
automatically adjusts 
brightness and focal 
length to the 
ideal level for 
capturing 
selfies.

This function 
brightens both the 
subject and 
background for 
capturing photos 
within dark rooms 
and night scenes.

Double Exposure Mode

Landscape Mode

Ideal for capturing 
subjects in the 
distance (2m - ∞).

In this function, you can press the shutter 
twice to capture an artistic shot with two 
images in the same print.

1 shot

2 shot

instax SQUARE (86 x 72 mm)

Dark * Simulated images

instax mini (86 x 54 mm) 

instax SQUARE (86 x 72 mm)instax mini (86 x 54 mm) 

Three strobe color filters (included) can be attached to the flash.
3 Strobe color filters

Orange Purple Green

SQ6_B5(257×182mm)_English_RIGHT



Shoot, Rewind, Print
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SPECIFICATIONS

* Specifications above are subject to change for improvement.

1/5-in., CMOS with primary color filter

1920 x 1920

Built-in memory, microSD/microSDHC memory card

Built-in memory: Approx. 50 files (still picture),Approx. 30seconds(movie) 
microSD/microSDHC memory card: Approx. 1000 files per 1 gigabyte

microSD/microSDHC memory card: Approx. 3 minutes (total) per 1 gigabyte

Still picture: Compliant with Design Rule for Camera File System (DCF), Exif 
Ver.2.3, Compliant with JPEG and PIM
Movie: 800 x 800 x 15 fps, H.264 (No sound can be recorded.)

Fixed as 33.4 mm (35-mm format equivalent)

F2.4

Single AF (Contrast-detect TTL, equipped with AF illuminator) Continuous AF 
(Only for movie shooting)

10 cm/3.9 in. to ∞

1/7500 sec. to 1/2 sec. (Auto), maximum 10 sec. in Bulb mode

ISO 100 to 1600 (Auto)

Programmed AE

-2.0 EV to +2.0 EV in increments of 1/3 EV

256-segment through the lens (TTL) metering, Multi metering

Auto

Auto/Compulsory flash/Suppressed flash Effective range: Approx. 50 cm to 
8 m/1.6 ft. to 26.2 ft.

Standard, Double exposure, Bulb mode, Split, Collage, Time Shift Collage

Approx. 10 sec./Approx. 2 sec.

21 Filters (18 for still picture, 3 for movie shooting only), Brightness 
adjustment, Vignette

Trimming, Multi image playback

FUJIFILM Instant Film “instax SQUARE” (Purchased separately)

10 prints/pack

86 mm x 72 mm/3.4 in. x 2.8 in.

62 mm x 62 mm/2.4 in. x 2.4 in.

800 x 800 dots

12.5 dots/mm (318 dpi, 80 µm dot pitch)

256 levels per color (RGB)

JPEG (Some images saved with a photo editing/processing software may not be 
displayed or printed.) JPEG files captured from a movie file can be printed.

Approx. 12 seconds

Printing shortly after shooting/Printing after selecting image

Images on built-in memory/micro SD card

Printable up to the past 50 prints (Up to 50 images stored in print history)

Up to 4 X in shooting/printing

2.7-in. (6.9 cm) TFT color LCD monitor, Pixels: Approx. 230k-dots

Micro USB Micro-B (For charging/file copying)

Li-ion battery (Built-in, Cannot be removed.)

Built-in

Approx. 100 prints (From when the battery is charged fully) Varies depending 
on the conditions of use.

Approx. 2 to 3 hours (Using 0.5 A USB port) Varies depending on air temperature.

119 mm x 50 mm x 127 mm/4.7 in. x 2 in. x 5 in. (W x D x H)

390 g/13.8 oz. (excluding film pack and memory card)
440 g/15.5 oz. (including film pack and memory card)

Temperature: 5 °C (41 °F) to 40 °C (104 °F) Humidity: 20% to 80% (no 
condensation)

Image sensor

Effective pixels

Storage media

Recording capacity
(still picture)

Recording 
capacity(movie)                 

File system

Focal length

Aperture

Auto focus system

                        
Focus range

Shutter speed

Sensitivity

Exposure control

Exposure 
compensation

Metering

White balance

Flash

                      
Shooting mode

Self-timer

Image effect

                    
Playback function

Film

Photo capacity

Film size

Image size

Supported image size

Printing solution

Printing levels

Supported
image format

Printing time

Print timing

Printing function

Reprint

Digital zoom

LCD monitor

External interface

Power supply

Charging function

Printing capacity

Charging time

Dimension

Weight

Operating 
environment

BEIGEMATTE BLACK

Hybrid instant camera

Time is a series of moments. 
Now you can crop and shape 
your favorite ones.

instax SQUARE SQ20 captures the best moment of moving 
subjects and expresses it to the maximum possible effect in a 
single photo. The instax SQUARE SQ20 allows you to enjoy 
photography and prints like never before with speed, 
liveliness and a mysterious world view.

Frame grab
Shoot a video up to 15 seconds long, use the dial on the back of the camera to 
select the frame that captures the moment best and print the photo.

Timeshift collage

SPECIAL FILTERS 

“Sequence”

Printing the best moment is 
easy - just turn the dial on 
the back!

Expresses the motion of the subject 
with a sequence filter 
to create a sense of 
action or whimsy.

Four images can be taken with a time 
difference at one time.

Shooting mode
A variety of modes to broaden the range of expression in your photos.

Four images can be taken with a time difference at one time. 
Press the shutter button to shoot when four images appear on 
the monitor. The time difference between frames can be 
adjusted within 0.2 to 2.0 seconds.

Timeshift collage

Split
multiple images can be captured on 
one images. Select four segmentation 
options: vertically halved, horizontally 
divided in three, divided in quarters 
and divided in nine.

Two shutters go off 
and the two pictures 
are combined into one 
image.

Double exposure

Collage
You can create a collage style image 
where one image is divided up at random 
or you can take photos for each segment.

The shutter opens while 
it is being pressed.

Bulb mode

Selfie mirror
A mirror is included 
next to the lens to ensure
the perfect selfie every time.

Zoom
The SQ20 is the first camera in the 
instax series to include a zoom function. 
The digital zoom enables you to zoom in 
up to 4x and adjust the view angle 
however you 
want.

Other features
•Internal memory holds around 50 
still pictures, and more can be 
saved by using a Micro SD card.

•Reprinting (the latest 50 photos 
are saved in the print history.)

•Index prints can be created with a 
four-frame or nine-frame layout.

•Comes with a built-in 
rechargeable battery.

Adjusting / Processing images (Effect)
Enjoy editing and processing with a variety of filters that can be applied 
while shooting or viewing photos.

Still picture & Movie shooting

ImmerseCornelius Monochrome Luna

Marmalade

Amber

HighlineMartini Sepia Roppongi

Still picture only

Skin BrighteningNostalgic

Brightness control

+1 2/3-1 2/3

Vignette control

MAXMIN

Partial color 
(Still picture & Movie shooting)

Other color 
Orange,Yellow,
Blue,Purple

GreenRed

Movie shooting only

Retro Film FrameSequence

•For square format film 
•Select and print your favorite photos after shooting 
•Enjoy editing photos with a variety of filters

* A part of images is for illustration purposes.
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Make dream smartphone 
shots a reality 
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SPECIFICATIONS

* Specifications above are subject to
change for improvement.

Recording 
method
Film

Photo 
capacity
Image size

Supported 
image size
Printing 
resolution
Printing levels
Interface

Supported 
image format
Printing time 
Image
Approximate 
printing 
capacity

Power supply
Charging time

Power 
consumption
Operating 
temperature
Dimensions

Weight

Supplied 
accessory

3-color exposure with OLED

FUJIFILM Instant Film 
“instax SQUARE” 
10 prints/pack

62 mm x 62 mm

800 x 800 dots

12.5 dots/mm
 (318 dpi, 80 μm dot pitch)
256 levels per color (RGB)
Standard compliance: 
IEEE802.11b/g/n                      
Operation frequency:
 2412 MHz to 2462 MHz (11 ch)
JPEG, PNG

Image Recording - photo output
 (Feed out) Approx. 13 sec.
Approx. 160 prints 
(Based on our test conditions)
Varies depending on the 
conditions of use.        
NP-50 
Approx. 3 hours 
(Varies depending on battery 
remaining level)
3 W

+5°C to +40°C/+41°F to +104°F 
(no condensation)
116 mm × 130.5 mm × 44.4 mm
 (excluding projections)
312 g 
(without battery and film pack)
Micro USB cable, 
Ferrite core

White Black

Color
An optimum image 
processing technology to 
brighten up a photo that 
turned out too dark.

SHARE app expands new ways to 
enjoy instax prints 
Various templates available

Other templates

Fujifilm 
Intelligence 
Filter

Download the "instax SHARE" app today

New user interface 
and function for 
better usability

Free

iPhones

Android™ phones

Editing functions

Operating environment
•Android™ phones: Installed 
with Android Ver. 4.0.3 or later 
and Google Play. 
•iPhones: Installed with iOS 
Ver. 8.0 or later.  Some types 
of phones satisfying the above 
conditions may not be 
compatible with instax SHARE 
even if the app is installed.

Access instax SHARE 
website for the latest 
information on system 
requirements.

instax technology excels in color 
development and preservation

High resolution with print pixels of 600 x 800 / 800 x 800 
dots and of 318 dpi clearly shows detailed gradations and 
the face expressions of a full-length portrait, characters, 
materials, etc.

Superb image quality
High definition & high image quality 
ideal for photos

With FUJIFILM digital cameras, 
you can make instax prints by 
sending the images directly from 
your camera to “instax SHARE”. 
Check instax.com/share/ for 
the details.

Direct printing from 
FUJIFILM digital cameras

The instax system develops colors by 
delivering the light to pigments and 
producing chemical reactions. 
It reduces the deterioration of color and 
sharpness caused by aging which proves 
excellent image stability just like 
silver-halide photographic prints.

A new laser exposure system achieves a faster printing 
time of 13 seconds from print data transfer to print output. 
At the same time, printing noise is lower which makes 
your printing experience much more enjoyable.

High-speed printing
High-speed printing in 13 seconds

•Apple and Apple logo are trademarks of Apple Inc., registered in the U.S. and other countries. App Store is a 
service mark of Apple Inc.  •Google Play and Google Play logo are trademarks of Google Inc. •Facebook and 
Facebook logo are trademarks or registered trademarks of Facebook Inc.  •Instagram is a trademark or a 
registered trademark of Instagram, Inc.  

Collage

3 images3 images 4 images4 images

My Template SP-3 onlyy p

2 images

g

2 images

Splitp

Split one image into two

add text to photos

Real time templatep

When you select "Real Time 
Template" and take a photo, the date, 
place, weather, temperature, and 
humidity are indicated in the frame.

•Custom Filter 
   (Brightness, Contrast, Saturation)

•Color Filters (black & white, sepia)

•Social media sources 
   (for Instagram, Facebook & Google Photos)

•Limited Template
9 images9 images

before after

Search“instax SHARE”App!

Turn the images you took with your digital 
camera into instax prints on the spot!
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Bold, black and retro – the wide format is bang on trend.

mini
FILM

SQUARE
FILM

WIDE
FILM

FILM SIZE
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SPECIFICATIONS

Color

* Specifications above are subject to
change for improvement.

Instant Film

Shooting 
range / 
Focusing 
range

Shutter

Exposure 
control

Flash

Power 
Supply

Dimensions & 
Weight

FUJIFILM Instant Film 
“instax WIDE”

Real image finder, 
0.37 x, with target spot 
Motor-driven 2-range switching 
(0.9 m - 3 m / 3 m - ∞), 
Normal Mode (0.9 m - 3 m) 
Landscape Mode (3 m - ∞)

Programmed electronic 
shutter release, 
Shutter speed: 1/64-1/200 sec.

Automatic, Interlocking 
range (ISO 800) : 
LV 10.5-LV 15
Exposure compensation 
(Lighten-Darken Control): 
±2/3 EV

Built-in, Automatic electronic 
flash, Flash charging indicator

 (LED lights in red), Fill-in 
Flash Mode, 
Effective flash range: 
0.9 m - 3 m

LR6/AA-size 1.5V alkaline 
batteries x 4, 
Capacity: 10 film packs 
(based on our test conditions)

167.8 x 94.7 x 120.9 mm / 612 g 
(without batteries, 
strap and film pack)

Black

instax WIDE (86 × 108 mm)instax mini (86 × 54 mm)

* Simulated image

instax mini (86 × 54 mm)mm)i

Wide format photography is fun when 
people get together
This large film is well suited to photography at parties and other gatherings.
Everybody's facial expressions are clearly shown.

Twice as wide as 
"instax mini" film
The wide format makes this camera 
very versatile especially for 
panoramic scenes, large gatherings 
at parties, and business purposes. 

Wide format instant photos
Great for photographic artwork and business purposes 
as well as parties and other events.

Close-up lens for shots up to 40 cm 
from the subject
The accompanying close-up lens expands the range of 
photo shooting.

Improved ease of use as a camera
Tripod 
socket 

Focal 
zoom dial

User-friendly 
Interface

Many easy-to-use functions

D (Dark)D (Dark) N (Normal)N (Normal) L(Light)

• "Automatic flash for low-light shooting" optimizes the 
luminescence in accordance with the distance.

• Use backlighting to enhance your photos thanks to the "Fill-in 
flash by flash-on button."

• "Exposure compensation (Lighten-Darken Control)" enables 
you to get just the right mood.

• 90 cm - 3 m
• 3 m - ∞

Useful for 
group photos

• Rear mounted LCD
• Flash and brightness 

control buttons
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mini film
Film size

86(H) x 54(W) mm

Picture size
62(H) x 46(W) mm

Stained glass
instax mini film

Rainbow
instax mini film

SHINY STAR
instax mini film

AIRMAIL
instax mini film

COMIC
instax mini film

MACARON
instax mini film

SKY BLUE
instax mini film

PINK LEMONADE
instax mini film

BLACK
instax mini film

STRIPE
instax mini film

ADEADE Hello Kitty
instax mini film

©1976, 2018 SANRIO CO., LTD. APPROVAL NO.S592028

AIRMAIL
instax mini film

Candy Pop
instax mini film

film

COMIC
instax mini film

MONOCHROME
instax mini film

(White)
instax mini film

(White)
instax mini film

SHINY STAR
instax mini film

ni film
m size
54(W) mm

ure size
46(W) mm

* Some frame designs maynot be available in certain countries.

We offer various 

designs for instax mini, 

SQUARE and WIDE film.
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WIDE film
Film size

86(H) x 108(W) mm

Picture size
62(H) x 99(W) mm

SQUARE film
Film size

86(H) x 72(W) mm

Picture size
62(H) x 62(W) mm

* Some frame designs maynot be available in certain countries.

(White)
instax SQUARE film

lm E film
m size
108(W) mm

ure size
99(W) mm

(White)
instax WIDE film

hite)
IDE filmIDE film

MONOCHROME
instax WIDE film

BLACK
instax SQUARE film

86 x 108mm86 x 108mm86 x 54mm 86 x 72mm
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Accessory Lineup

Accessories that make 
taking photos more fun!

Strap

Photo Frame
Mini Photo Frame Single

Mini Photo Frame Pair

instax 
mini 90

instax mini 70 / instax mini 90

Film Box

Carry Case

Pouch 

instax mini

Photo Album
Picture Bookinstax mini  Laporta Album

instax mini  Two Ring Album & Refill Sheets

* Some accessories designs maynot be available in certain countries.

Color Filter  instax mini 9

mini
FILM
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instax SQUARE
Photo Frame

Carry BagMessage Card

Pocket Album

Picture Book

instax WIDE

Grip  

Acrylic Frame

SQUARE Album

Leather Case 
instax 
SQUARE SQ6

instax 
SQUARE SQ6

instax 
SQUARE SQ6

Suede Case

SQUARE Wall Pocket

SQUARE
FILM

WIDE
FILM
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Specifications

mini 90mini 70mini 9
 

HELLO KITTY

©1976, 2018 SANRIO CO., LTD. APPROVAL NO.S592028

instax mini

Motor-driven 3-range switching, 
0.3 m - ∞ (macro mode: 0.3 m - 0.6 m, 
Normal Mode: 0.6 m - 3 m, 
Landscape Mode: 3m - ∞)

Programmed electronic shutter release, 
Shutter speed: 1/2 sec - 1/400 sec.

Automatic, Interlocking range 
(ISO 800) : LV 5 - LV 15.5, 
Exposure compensation (Hi-Key): +2/3 EV

Built-in, Automatic electronic flash, 
Charging time: 0.2 sec - 7 sec 
(using a new battery), 
Flash charging indicator, 
Fill-in Flash Mode, 
Effective flash lamp range: 0.3 m - 2.7 m

CR2/DL CR2 lithium batteries x 2, 
Capacity: 40 film packs 
(based on our test conditions)

99.2 x 113.7 x 53.2 mm / 281 g 
(without battery, strap, and film pack)

Motor-driven 3-range switching, 
0.3m - ∞ (macro mode: 0.3 m - 0.6 m, 
Normal Mode: 0.6 m - 3 m, 
Landscape Mode: 3m - ∞)

Programmed electronic shutter release, 
Shutter speed: 1.8-1/400 sec. 
(macro mode: aperture automatically fixed 
at F22, bulb mode: maximum 10-second 
shutter open time)

Automatic, LV 5.0-LV 15.5 (ISO800), 
Exposure compensation (Lighten-Darken 
Control): ±2/3 EV, +1 EV

Built - in, Automatic electronic flash, 
forced firing mode, flash off mode, red eye 
reduction mode,
Effective flash range: 0.3 m - 2.7 m

NP-45S lithium-ion battery. Capacity: 
10 film packs (based on our test conditions)

113.4 x 91.9 x 57.2 mm / 296 g 
(without the battery, strap and film pack)

FUJIFILM Instant Film “instax mini”

Shutter

Exposure 
control

Flash

Power Supply

Dimensions 
& Weight

Shooting 
range / 
Focusing 
range

116 x 118.3 x 68.2 mm / 307 g
(without batteries, 
strap and film pack)

169 x 145 x 69 mm / 395 g 
(without batteries, strap, 
Close-up lens and film pack)

Instant Film

Constant firing flash (automatic light adjustment)
Recycle time: 0.2 sec. to 6 sec. (when using new batteries), 
Effective flash range: 0.6 m - 2.7 m

LR6/AA-size 1.5V alkaline batteries x 2
Capacity: 10 film packs (based on our test conditions)

0.6 m - ∞

Shutter speed: 1/60 sec.

Manual switching system 
(LED indicator in exposure meter)

instax SHARE

Recording 
method

Film

Photo capacity

Image size

Supported 
image size

Printing 
resolution

Printing levels

Interface

Supported 
image format

Printing 
time Image

Approximate 
printing 
capacity

Power supply

Charging 
time

Power 
consumption

Operating 
temperature

Dimensions

Weight

Supplied 
accessory

* Specifications above are subject to change for improvement.

FUJIFILM Instant Film “instax mini”

46 mm x 62 mm

600 x 800 dots

Standard compliance: IEEE802.11b/g                              
Operation frequency: 2.4 GHz (5 GHz 
is not supported.)

Image Recording - photo output (Feed 
out) Approx. 10 sec.

Approx. 100 prints (Based on our test 
conditions) Varies depending on the 
conditions of use.

NP-45S

Approx. 90 minutes (Varies depending 
on battery remaining level)

2 W

89.5 mm × 131.8 mm × 40 mm 
(excluding projections) 

250 g (without battery and film pack)

Micro USB cable 

FUJIFILM Instant Film “instax SQUARE” 

62 mm x 62 mm

800 x 800 dots

Standard compliance: IEEE802.11b/g/n              
Operation frequency: 2412 MHz to 
2462 MHz (11 ch)

Image Recording - photo output (Feed 
out) Approx. 13 sec.

Approx. 160 prints (Based on our test 
conditions) Varies depending on the 
conditions of use.
 
NP-50

Approx. 3 hours (Varies depending on 
battery remaining level)

3 W

116 mm × 130.5 mm × 44.4 mm 
(excluding projections)

312 g (without battery and film pack)

Micro USB cable, Ferrite core 

3-color exposure with OLED

10 prints/pack

12.5 dots/mm (318 dpi, 80 μm dot pitch)

256 levels per color (RGB)

JPEG, PNG

+5°C to +40°C/+41°F to +104°F (no condensation)

SP-2 SP-3
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* Specifications above are subject to change for improvement.

instax WIDE

WIDE 300

FUJIFILM Instant Film “instax WIDE” 

Real image finder, 0.37 x, with target spot 
Motor-driven 2-range switching (0.9 m - 3 m / 
3 m - ∞), 
Normal Mode (0.9 m - 3 m) 
Landscape Mode (3 m - ∞)

Programmed electronic shutter release, 
Shutter speed: 1/64-1/200 sec.

Automatic, 
Interlocking range (ISO 800) : LV 10.5-LV 15
Exposure compensation (Lighten-Darken 
Control): ±2/3 EV

LR6/AA-size 1.5V alkaline batteries x 4, 
Capacity: 10 film packs 
(based on our test conditions)

Built-in, Automatic electronic flash,
Flash charging indicator (LED lights in red) 
Fill-in Flash Mode, 
Effective flash range: 0.9 m - 3 m

167.8 x 94.7 x 120.9 mm / 612 g 
(without batteries, strap and film pack)

Motor-driven 3-range switching (0.3 m - 0.5 m/
1 ft. - 1.6 ft., 0.5 m - 2m/1.6 ft - 6.6 ft., 
2m/6.6 ft. and beyond), Macro Mode (0.3 m - 
0.5 m/1 ft. - 1.6 ft.) Normal Mode (0.5 m - 2 m/
1.6 ft - 6.6 ft.) Landscape Mode (2 m/6.6 ft 
and beyond)

Programmed electronic shutter release, 
1.6 sec - 1/400 sec.

FUJIFILM Instant Film 
“instax SQUARE” 

Automatic, 
Interlocking range (ISO 800) :
 LV 5 - LV 15.5,
Exposure compensation: ±2/3 EV

In Macro mode: Built-in, automatic 
electronic flash 
In a mode other than Macro mode: Flash 
on (unless you use “Flash off Mode”) 
Charging time: 0.2 sec - 7 sec (using a new 
battery), Flash charging indicator, Effective 
flash lamp range: 0.3 m - 2.7 m/1 ft. - 8.9 ft.

Two CR2/DL CR2 lithium batteries
Capacity: Approximately 30 instax 
SQUARE 10-pack film packs with 
new CR2/DL CR2 lithium batteries
118.7 mm x 128.1 mm x 58.1 mm/
4.7 in. × 5.0 in. × 2.3 in. (not including 
protrusions)/ 393 g/13.9 oz. (without 
battery, strap, and film pack)

SQ 6

Shutter

Exposure 
control

Flash

Power Supply

Dimensions 
& Weight

Shooting 
range / 
Focusing 
range

Instant Film

Shutter

Exposure 
control

Flash

Power Supply

Dimensions 
& Weight

Shooting 
range / 
Focusing 
range

Instant Film

instax SQUARE

SQ20
 

1/5-in., CMOS with primary color filter
1920 x 1920
                                                                           
Built-in memory, microSD/microSDHC memory card
Built-in memory: Approx. 50 files (still picture),  
Approx. 30seconds (movie) microSD/microSDHC 
memory card: Approx. 1000 files per 1 gigabyte  
  
microSD/microSDHC memory card: Approx. 3 
minutes (total) per 1 gigabyte
Still picture: Compliant with Design Rule for Camera 
File System (DCF), Exif Ver.2.3, Compliant with 
JPEG and PIM
Movie: 800 x 800 x 15 fps, H.264 (No sound can be 
recorded.)
Fixed as 33.4 mm (35-mm format equivalent)
F2.4
Single AF (Contrast-detect TTL, equipped with AF 
illuminator) Continuous AF (Only for movie shooting)
10 cm/3.9 in. to ∞
1/7500 sec. to 1/2 sec. (Auto), maximum 10 sec. in 
Bulb mode
ISO 100 to 1600 (Auto)
Programmed AE
                                                                              
-2.0 EV to +2.0 EV in increments of 1/3 EV
                                                                                                                
Programmed AE
                                                                  
256-segment through the lens (TTL) metering, Multi 
metering
Auto
Auto/Compulsory flash/Suppressed flash Effective 
range: Approx. 50 cm to 8 m/1.6 ft. to 26.2 ft.
Standard, Double exposure, Bulb mode, Split, 
Collage, Time Shift Collage
Approx. 10 sec./Approx. 2 sec.
21 Filters (18 for still picture, 3 for movie shooting 
only), Brightness adjustment, Vignette
Trimming, Multi image playback

Image sensor
Effective pixels 

Storage media
Recording 
capacity(still 
picture)  

Recording  

Capacity
(movie)                 
                             
File system
 
Focal length
Aperture
Auto focus 
system                             
Focus range
Shutter speed 

Sensitivity
Exposure 
control
Exposure 
compensation
Exposure 
control
Metering  

White balance
Flash
                      
Shooting mode 

Self-timer
Image effect
                    
Playback function

FUJIFILM Instant Film “instax SQUARE” 
10 prints/pack
                                                                                    
86 mm x 72 mm/3.4 in. x 2.8 in.
62 mm x 62 mm/2.4 in. x 2.4 in.
800 x 800 dots
                                                                                     
12.5 dots/mm (318 dpi, 80 μm dot pitch)
                                                                                            
256 levels per color (RGB)
JPEG (Some images saved with a photo 
editing/processing software may not be displayed or 
printed.) JPEG files captured from a movie file can be 
printed.
Approx. 12 seconds
Printing shortly after shooting/Printing after selecting 
image
Images on built-in memory/micro SD card
Printable up to the past 50 prints (Up to 50 images 
stored in print history)
Up to 4 X in shooting/printing
2.7-in. (6.9 cm) TFT color LCD monitor,    
Pixels: Approx. 230k-dots
Micro USB Micro-B (For charging/file copying)
Li-ion battery (Built-in, Cannot be removed.)
                                                                             
Built-in
                                                                                
Approx. 100 prints (From when the battery is charged 
fully) Varies depending on the conditions of use.
Approx. 2 to 3 hours (Using 0.5 A USB port) 
Varies depending on air temperature.
119 mm x 50 mm x 127 mm/                                    
4.7 in. x 2 in. x 5 in. (W x D x H)
390 g/13.8 oz. (excluding film pack and memory card)
440 g/15.5 oz. (including film pack and memory card)
Temperature: 5 °C (41 °F) to 40 °C (104 °F)  
Humidity: 20% to 80% (no condensation)

Film
Photo capacity 

Film size
Image size
Supported 
image size
Printing 
solution
Printing levels
Supported
                       

image format
Printing time 
Print timing
Printing function
Reprint

Digital zoom
LCD monitor

External interface
Power supply 

Charging 
function
Printing 
capacity
Charging time 

Dimension 

Weight

Operating 
environment         
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